U.H.F. TRIODE

Frame grid triode for use as a grounded-grid amplifier
and mixer at frequencies up to 1000Mc/s.

EC88

HEATER
Va
In

6.3
165

\'
mA

CAPACITANCES (measured with close fitting external shield connected to the grid)

Ca—g+s 1.7 pF
Cg—k 33 pF
Cosic 45 mpF
Ch—k=g+$ 3.8 pF
Ca—k+h 55 mpF
CHARACTERISTICS
Va 160 v
la 125 mA
Vg -1.25 A
gm 13.5 mA/V
s 4.8 kQ
® 65
Req 240 Q
OPERATING CONDITIONS AS AMPLIFIER (‘-); trough Iine)
f 600 1000 Mc/s
Vy 200 200 \%
Ra 3.3 33 kQ
Ri 100 100 Q-
la 12.5 125 mA
gm 13.5 13.5 mA/V
B 12 12 Mc/s
Power gain 18 17.5 dB
Noise factor (power matched) 9.0 12.5 dB
OPERATING CONDITIONS AS MIXER
Vo 200 v
Ra 6.8 kQ
Iy 9.0 mA
I 52 A
Vosc(r.m.s.) 2.0 ¥
Rg 47 kQ
e 5.4 mAJY
g (et) 7.0 mA/Y
(@)
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EC88

U.H.F. TRIODE

DESIGN CENTRE RATINGS

Va(p) max.
Va max.
Pa Max.
Ik max.

~Vg max.
Rg—x max.
Vh-x max.

kh h

BOA Base

All dimensions in mm
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