
4 VALVE DATA 
PREFERRED TYPES 

H TRANSMITTING VALVES AND 
MERCURY VAPOUR RECTIFIERS 

EC 53 OPERATING CONDITIONS 
As power oscillator up to 400 Mc/s (contd.) f VB I. Ig

(Mc/s) (V) (mA) (mA) 
Pont 
W 

'7 Refer to 
% circuit 

1 10 250 4.5 5 1.3 35 
165 250 4.5 5 1.2 33 see Fig. i 
210 250 2.5 3.6 0.8 26 
285 250 2.5 3.6 0.5 16 
335 200 2.5 3.6 0.35 14 see Fig. 2 
400 200 2.5 3.6 0.3 12 
Note.—The input power is reduced at the higher 

frequencies in order to keep within the rated 
maximum anode dissipation 

LIMITING VALUES 
V, max. 250 V 
p, max. 2.5 W 

o Ik max. 20 mA 
Rg_r max. 0.5 M !Z 
Vh_k max. 40 V 
Max. operating frequency 600 Mc/s 

red tpo 

k h 120 
BASE: DIMENSIONS: 
B3G L=54 mm 

D= 16 mm 

EC 91 Miniature grounded-grid triode 

HEATER 
Vh 6.3V Ih 0.3A 

CAPACITANCES 
(with external shield connected to grid) 

cog 3.8 µµF 
ca_k+h <0.2 µµF 
cg_k+h 5,25 µµF 

OPERATING CONDITIONS 
Va 250 V 
Vg -1.5 V 
Rk 150 S2 
L 10 mA 
gm 8.5 mA/V 
µ 100 
r8 12 K t2 
R eQ 400 S2 

LIMITING VALUES 
VB max. 250 V 
Pa max. 2.5 W 
Ik max. 15 mA 
Vh_k max. 150 V 

100 V 
Max. operating frequency 250 Mc/s 
Vg_k max. 

BASE: 
87G 

►asp 128 

DIMENSIONS: 
L=54 mm 
D=19 mm 


