
DOUBLE TRIODE 

Double triode with separate cathodes for use as a 
paraphase A.F. amplifier and in phase inverters, 

multi-vibrators, etc. 

HEATER 

CAPACITANCES 

CHARACTERISTICS (each section) 

Vh 6.3 v 

Ih 0.95 A 

Cgeg 0.8 ppP 
cq-g (€ach section) 4.3 upP 
Cg-k (each section) 4,3 ppF 
ca-x (each section) 2.0 ppP 

Vo 250 v 
Vg -4,6 v 
Iq 6.0 mA 

o 235 ™/ 
r 14,000 chms 

[
 

OPERATING CONDITIONS AS RESISTANCE-CAPACITY-COUPLED 
AMPLIFIER 

Vo Re Ig Rk Vout Vout®* Dtot Rp1%¥ 
(V)  (ohms) (mA) (ohms) Vin v (%) {ofins 

400 47,000 3.9 1,200 21 67 3.7 150,000 
350 47,000 3.4 1,200 20.5 57 3.6 150,000 
300 47,000 2.9 1,200 20.0 48 3.5 150,000 
250 47,000 2.4 1,200 19.5 37 3.4 150,000 
200 47,000 1.9 1,200 19.5 26 3.2 150,000 

400 100,000 2.1 2,700 25 8l 3.0 330,000 
350 100,000 1.8 2,200 25 69 2.9 330,000 
300 100,000 1.6 2,200 24.5 54 2.8 330,000 
250 100,000 1.3 2,200 24,5 44 2.6 330,000 
200 100,000 1.05 2,200 24.0 32 2.4 330,000 

400 220,000 1.1 3,900 27,5 8l 2.3 680,000 
350 220,000 0.95 3,900 27.5 68 2.2 680,000 
300 220,000 0,85 3,900 27.0 56 2.2 680,000 
250 220,000 0.7 3,900 27.0 45 2.1 680,000 
200 220,000 0,55 3,900 26.5 34 2.0 680,000 

®  Vgout = Output voltage at start of Igl or at% 
Diot = 10%. 

xx Rgy = Grid resistance of following valve. 
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Ecc32 DOUBLE TRIODE 

Double triode with: separate cathodes for use as a 

paraphase A.F. amplifier and in phase inverters, 

multi-vibrators, etc. 

LIMITING VALUES 

Vg max. 300 v 
Wy max. 5 w 
Iy max. 50 mA 
Rg1 max. 1.5 M.ohms 
Vh-k max. 50 v 

Rh-)x max. 20,000 ohms 

DIMENSIONS 

46 mm. 
MAX. 

ARRANGEMENT OF ELECTRODES 
AND BASE CONNECTIONS 
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DOUBLE TRIODE 
Double triode with separate cathodes for use as a Ecc32 

paraphase A.F. amplifier and in phase inverters, 
multi-vibrators, etc. 
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Ecc3 2 DOUBLE TRIODE 
4 Double triode with separate cathodes for use as a 

paraphase A.F. amplifier and in phase inverters, 

multi-vibrators, etc. 
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