
DOUBLE TRIODE 

High-gain double triode with separate cathodes for use 

in paraphase A.F. voltage amplifiers. 
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ECC35 
DOUBLE TRIODE 

High-gain double triode with separate cathodes for use 
in paraphase A.F. voltage amplifiers. 

OPERATING CONDITIONS AS R.C. COUPLED A.F. AMPLIFIER 

Vb Ra la Rk You: Vout® Vout* Diot Rgli 

v)  (kQ) (mA) (kQ) Vi (Veme)(Vems) (%) (kQ) 

400 100 1.3 27 40.5 37.5 66.2 10 330 
350 100 1.1 2.7 40.5 32.2 57.0 10 330 

300 100 1.0 27 40 28.0 48.7 10 330 

250 100 0.8 2.7 40 23.2 411 10 330 
200 100 0.65 27 39.5 18.7 28.5 8 330 

400 220 0.73 4.7 46 44 80 10 680 

350 220 0.63 4.7 45.5 38 69.3 10 680 

300 220 0.53 47 455 32.5 59 10 680 
250 220 0.45 4.7 45 27 43 8.5 680 
200 220 0.38 4.7 45 21.5 33.6 8.2 680 

* At Dio1=5% 
+ At Dt=109%, or start of I 

1 Grid resistor of following valve. 
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