MINIATURE V.H.F. DOUBLE TRIODE ECC? I

Double triode with common cathode for use as
R.F. power amplifier or oscillator.

HEATER
Vn 6.3 v
1h 0.4 A
CAPACITANCES (Bach Unit)
Cga 1.6 py.F
cins 2.2 ppk
Cout 0.4 p

CHARACTERISTICS. (Each Unit)

Vo 100 v
Ia 8.5 mA
Ry 100 13
&m 5.3 wma/V
p 38

rg 7,100 fl

OPERATING CONDITIONS AS CLASS C TELEIGRAMHY PUSH-PULL R.F.
AMPLIFIER AND OSCILLATOR AT 80 Mcy/s APPROX.

Va 150 v
Vg & -10 v

625 a
Rk 220 il
Ig 2x15 mA
Ig 2x8 mA
Wirive 0.35 ]
Wout 3.5 w

% Obtained from & fixed supply or from a grid or cathode
resistor of velue shown.

NOTE: An output of 1 watt may be obtained from an

= ECC.91 in a push-pull oscillator at 250 Mc/s
with Va = 150V wg = Rx1,5V and a common grid
resistor of 2000 ohus.

LIMITING VALUES Vg max 300 v
Wa max 2x1.5 v
Vg max -40 v
Ig max 2x8 TA
Vh-k max 100 v
Rg max (self bias) 0.5 o
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ECC? l MINIATURE V.H.F. DOUBLE TRIODE

Double triode with common cathode for use as
R.F. power amplifier or oscillator.

ARRANGEMENT OF ELECTRODRS

AND BASE CONNECTIONS DIMESSIONS
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MINIATURE V.H.F. DOUBLE TRIODE Ecc9 I

Double triode with common cathode for use as
R.F. power amplifier or oscillator.
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ECC? I MINIATURE V.H.F. DOUBLE TRIODE

Double triode with common cathode for use as
R.F. power amplifier or oscillator.
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