
4 VALVE DATA 
PREFERRED TYPES 

A VOLTAGE AMPLIFYING PENTODES 

EBF 80 
(contd.) 

LIMITING VALUES 
Pentode Section Va(b) max. 550 V 

Va max. 300 V 
pa max. 1.5 W 
VB2)b) max. 550 V 
VB2 max. (la<2.5 mA) 300 V 
Vet max. (1a=5 mA) 125 V 

Diode Section 

pg2 max. 0.3 
Ik max. 10 

* Rgl _k max. 3 
Vy,_k max. 100 
Vad(pk) max. 200 
lad max. 0.8 

W 
mA 

M D 
V 
V 

mA 
* Rgl _k max.=22M S2 if grid current bias is 

employed. 
RASE: DIMENSIONS: 
89A L=67 mm 
(Koval) D=22.2 mm 

E F 22 H.F, pentode with variable-mu characteristics 

HEATER 
Vh 6.3 V Ih 0.2 A Suitable for series or parallel operation 
CAPACITANCES 

ca—gi <0.002 
Cm 5.5 
Coat 6,4 

OPERATING CONDITIONS 
Va
Vg, 
Rg2
Rk 
Vgt
Vg'
la
I62

gm 
ra

Rea 
LIMITING VALUES 

250 250 250 
0 0 0 

82 82 82 
330 330 330 
-2.5 -46 -58 

100 - 250 
6 — — 
1.7 - - 

2,200 22 4.5 
1.2 >10 >10 

17 - -
6.2 - - 

Va b) max. 550 
Va max. 300 
Pa max. 2 W 
Vg2(b) max. 550 
V62 (la <3.0 mA) max. 300 
Vg2 (la = 6.0 mA) max. 125 
pg2 max. 0.3 

µµF 
µµF 
µµF 

V 
V 

K S2 
C2 
V 
V 

mA 
mA 

µA/V 
ML

Kfl 

V 
V 

V F 3 V 
V 

W 
Ik max. 10 mA 

BASE: DIMENSIONS: 
B8G L=91 mm 

D=29 mm 
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