R.F. PENTODE EFZZ
Variable-mu R.F. pentode primarily intended for use as an

R.F. or I.F. voltage amplifier in A.C. or D.C./A.C. mains-operated

equipment.
HEATER
This valve is suitable for AC/DC operation.

Vi 6.3 v
I 0.2 A

CAPACITANCES
Ca_gy <0.002  uuF
Cin 5.5 urF
Cout 6.4 wuF

TYPICAL OPERATING CONDITIONS AS R.F. OR I.F. AMPLIFIER

Va 250 250 250 \4
Vis 0 0 0 \'s
Rgs 90 90 90 kQ
Rk 325 325 325 Q
' -2.5 —46 —58 \'
Ve 100 — 250 \%
lg 6 — — mA
lgs 1.7 — — mA
gm 2,200 22 4.5 wA/V
ra 1.2 >10 > 10 MQ
hg1—ge 17 — =]

Req 6.2 - — k Q

LIMITING VALUES

Vap) max. 550 v
Va max. 300 \'%
Pa Max. 2.0 w
Vga(n) Max. 550 N
Vgo (la=<3.0 mA) max. 300 \4
Vgs (la=6.0 mA) max. §25 %
Pge Max. 0.3 w
lx max. 10 mA
Vg (Igg=-+0.3pA) max. -1.3 \%
Rgi_x max. 3.0 MQ
Rp_x max. 20 k Q
Vi3 Hax; 50 \%
™
[Mullard]
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EF22

R.F. PENTODE

Variable-mu R.F. pentode primarily intended for use as an
R.F. or L.F. voltage amplifier in A.C. or D.C./A.C. mains-operated
equipment.
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