
VALVE DATA A 
PREFERRED TYPES `! 

VOLTAGE AMPLIFYING PENTODES A 

Short-wave R.F. pentode with sharp cut-off characteristics 

HEATER 
Vi 6.3 V Ih 0.3 A Suitable for series or parallel operation 

CAPACITANCES 
Valve cold 

Ca—gl 
cgl—ge 
c)a 
Lout 

OPERATING CONDITIONS 
Va 
Vg2 

Vs1 
Vga 

<0.007 µµF 
2.4 µµF 
8.3 µµF 
5.2 µµF 

250 V 
250 V 
-2 V 

0 V 
R k 150 Sl 
la 10 mA 
Ig2 3 mA 
g m 6.5 mA/V 
ra I M cI 
IA gl—ge 75 
Rea 1,400 S2 
Input damping at 50 Mc/s 4 K D 
Vga (Im =0.45 mA/V) -54 V 

LIMITING VALUES 
Va(b) max. 550 V 
Va max. 300 V 
Pa max. 3 W 
I k max. 15 mA 
V52(b) max. 550 V 
Vg 2 max. 300 V 
Paz max. 1 .7 W 
Rsl_k max. 3 M :Z 
V5_y- max. 100 V 

BASE: DIMENSIONS: 
B9G L=78 mm 

D=38 mm 

E F 50 

V.H.F. pentode with sharp cut-off characteristics 

HEATER 
Vh 6.3 V Ih 0.3 A Suitable for series or parallel operation 

CAPACITANCES 
c g'
cal-g9 
cla 
coat 

<0.02 µµF 
2.2 µµF 
6.2 µµF 
4.9 µµF 

E F 54 

t . >> 
IMullarrd I 

V 
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