
SUBMINIATURE 
R.F. PENTODE EF72 

High slope r.f. pentode 

HEATER 
Vn \ 
n / //Z/ 150" mA 

MOUNTING POSITION 

Note—Direct soldered connections tp the d of this valve must 
be at least 5Smm from the sealand any benc of the valve leads 
must be at least 1.5mm from the seal 

COOLING > 7 
In operation this valve may beéme/vqry hot and therefore, in the 
interests of long life it should be\adeq tely cooled. A suitable 
method is to mount the valve in a metal cllp which conducts the 
heat away to the chassis and shoufd rqsult in a bulb temperature 
of approximately 100°C. N7 / 

CAPACITANCES L 'V 
Pentode connected /— ”';>/ . J Z/ 

Shielded Zfi jshielded 
Cogy <o 01 jio 02 pF 

o ‘/ I / /@ o 
Triode connected 

Ca e [ &\ ; gs pl; 
Cin N i P 

Cout T ‘_/ [";" 77_‘\\7 4.2 PF 

CHARACTERISTICS "~ //7 

-~/ 100 v 
100 v 
14 v 
7.0 mA 
22 mA 
50 mA/V 

250 kQ 
36 
16 kQ 

25 kQ 

- 
100 v 
1.4 v 
9.2 mA 
6.8 mA/V 
53 kO 

36 
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EF72 SUBMINIATURE 
R.F. PENTODE 

High slope r.f. pentode 

LIMITING VALUES 

Va(b) max. 

Vs max. 

Vgg(py max. 

Vga max. 

pa Max. 

Pgs Max. 

Patgz Max. 
Ix max. 

Vg, max. (lg=+0.3pA) 

Rg;_k max. 

Vh_x Max. 

Rh_k max. 
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B8D/F Base 
k933 h h 

All dimensions in mm 

(N 

[Mullard| 
ISSUE 3 N, 

300 \' 
175 \ 

300 \' 

175 \ 
800 mw 

300 mw 

1.0 w 
12 mA 

~1.3 \'% 
500 kQ 

100 % 
20 kQ 
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