
SUBMINIATURE 

HIGH SLOPE PENTODE EF73 

High slope pentode primarily intended for 
industrial applications. 

HEATER 

Vi Z/Z[ 6.3 v 
In 200 mA 

MOUNTING POSITION Any 

Note—Direct soldered connections t e leads of this valve must 

be at least 5mm from the seal and any-bending of the valve leads 

must be at least 1.5mm from theg?a .<\/’ 

COOLING 

In operation this valve mag;ebgme ygry hot and, therefore, in the 

interests of satisfactory life, it-should be adequately cooled. A 

suitable method is to mZ:T/tE e in a met ipwhich conducts 

the heat away to the chassis and should result. mperature 

of 100°C. /2/7\ 

v / 
CAPACITANCES Z T 

- Shielded Unshielded 

Ca_gp ~ <0.15 <0.2 pF 

Cin b 4.5 5.0 pF 

CHARACTERISTI 

100 v 

0 v 

100 v 

7.5 mA 

25 mA 

-2.0 v 

5.5 mA/V<« 

250 kQ 

28 

—60 v 
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EF73 SUBMINIATURE 
HIGH SLOPE PENTODE 

High slope pentode primarily intended for 
industrial applications. 

LIMITING VALUES 

Va¢p, max, 300 v 

Va max. 175 \% 

Vgain) Max. 300 v 

Vg max. 175 v 
Ix max. 14 mA 

Pa Max. 1.5 w 

Pgz Max. 1.0 w 

Pa.tgz Max. 2.0 w 
Vg1 max. (lg;=+0.3pA) -1.3 v 
Rgl_k max. 500 kQ 

Rp_x max. 20 kO 

Vh_x max. 100 Y, 
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