
VALVE DATA ,~{{
PREFERRED TYPES

VOLTAGE AMPLIFYING PENTODES A 

LIMITING VALUES 
V„ b, max. 500 
V, max. 300 
Vg„b, max. 300 
Vg= max. 250 
pa max. 10 
Pe max. 2 

EF 55 V (contd.) V 
V 
V 

W 
W 

! ik~Gk, max. with 50µ sec. 500 c/s pulse 1.5 A 
~) Vo_k max. 150 V 

RS,_k max. 0.7 M f2 

BASE: DIMENSIONS: 
B9G L=100 mm 

D=38 mm 

H.F. pentode for use as amplifier or mixer in television 
receivers 

HEATER 
Vn 6.3 V In 0.3 A Suitable for series or parallel operation 

CAPACITANCES 

CHARACTERISTICS 

LIMITING VALUES 

cia 
cout 

ca_g1 (approx.) 
ca_k (approx.) 

7.5 µµF 
3.3 µµF 

<0.007 µµF 
<0.03 µµF 

V, 170 V 
V„ 170 V 
Vg, 0 V 
le 10 mA 
Is, 2.5 mA 
V,1 —2.0 V 
gm 7.4 mA/V 
ra 0.4 ML) 
I~gi_gf 50 
Rea 1,000 SZ 
Input damping at 50 Mc/s 12 K Q 

Va1b, max. 
Va max. 
Pa max. 
VBsrb, max. 
Vg, max. 
p1 , max. 
I k max. 
R61_k max. 
Vh_k max. 

550 V 
250 V 

2.5 W 
550 V 
250 V 

0.65 W 
15 mA 
1.0 M(

150 V 

BASE: DIMENSIONS: 
89A L=67 mm 
(Noval) D=22.2 mm 

E F 80 

  Nullard 
33 


