
4 VALVE DATA 
PREFERRED TYPES 

A VOLTAGE AMPLIFYING PENTODES 

E F 92 Miniature H.F. pentode with variable-mu characteristics 

HEATER 
Vti 6.3 V In 0.2 A Suitable for series or parallel operation 

CAPACITANCES 
Measured with close fitting metal can and shielded socket 

ca_c1 0.004 µµF 
c)n 4.5 µµF 
coot 7.0 µµF 

CHARACTERISTICS 
Va 250 250 V 
V02 150 200 V 
Vg, 0 0 V 
Ia 8.0 8.0 mA 
Ig2 2.0 2.1 mA 
Vgl -0.65 -2.5 V 
gb, 2.5 2.5 mA/V 
µ8Y-g 30 30 
ra 0.5 0.5 M f 

+V61 -11 -21 V 
*For 100: 1 reduction in mutual 

conductance. 

LIMITING VALUES 
Vatb) max. 300 
Va max. 250 
pa max. 2.5 

V 
V 

W 
Vgl(b) max. 300 V 
VB2 max. 250 V 
ps2 max. 0.6 W 
Ik max. 12 mA 
Rsl_k max. 3 M I 
Vb_k max. 100 V 

BASE: DIMENSIONS: 
87G L=54 mm 

D=19 mm 

KF 35 H.F. pentode with variable-mu characteristics 

HEATER 
Vf 2.0 V It 0.05 A Suitable for D.C. operation only 

CAPACITANCES 

c)o 

Coot 

<0.01 µµF 
8.0 µµF 

10.0 µµF 
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