OUTPUT PENTODE

High-sensitivity output pentode for use
in A.C. mains-operated equipment.
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A

6.3 \
0.9 A
1.0 wpfF
250 v
250 \
36 mA
-6.0 \
4.0 mA
9.0 mA/V
50 k Q

23
4.0 w
70 kQ
4.2 \
0.33 \
10 %,
150 Q
PUSH-PULL
250 v
250 \"
2x24 mA
2x28.5 mA
2x2.8 mA
2x46 mA
140 Q
10 kQ
8.2 w
6.7 \"
3.1 %
250 \
20 mA

-8.5

6.5 mA/V

20
30 kQ
425 Q
70 kQ
1.1 w
5.0 %
5.9 \
1.1 v
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EL33 OUTPUT PENTODE
High-sensitivity output pentode for use

in A.C. mains-operated equipment.

LIMITING VALUES

Van, max. 550 \
V. max. 250 v
Pa Max. 2.0 w
Vggny mMax. 550 \4
Vg, max. 275 N
pgs Max. (zero sig.) 1.2 w
Pgs Max. (max. sig.) 2.5 w
Iy max. 55 mA
Vg, max. (lg;=0.3uA) -1.3 N4
Rgi_k max. 10 MQ
Vi_x max. 50 v
Ry x max. 5.0 k
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