
SUBMINIATURE OUTPUT PENTODE 

Audio output pentode. EL71 

HEATER 

Vh 

In 

MOUNTING POSITION 

6.3 v 
450 mA 

Any 

Note ~ Direct soldered connections to the leads of this valve must be at 
least 5mm from the seal and any bending of the valve leads must be at least 
1.5mm from the seal. 

COOLING 
In operation this valve may become very hot and to obtain satisfactory 
life it should be adequately cooled. A suitable method is to mount the 
valve in a metal clip which conducts the heat away to a suitable heat sink. 

CAPACITANCES 

Cu gl <0.2 pF 

Cout 75 PF 

CHARACTERISTICS 

Va 100 v 
Via 100 \ 
Ifl 30 mA 

Iy 1.2 mA 

gm 4.2 mAjV 
T 15 [39) 
Ve -8.3 \ 
Ver (la = 102A) ~40 \ 

TYPICAL OPERATING CONDITIONS 

Vi e 110 v 
Vo ¢ 110 v 

lg2 1.2 mA 
Rk 270 Q 
Ry 3.0 kQ 
vln(r,m,s.) 64 \' 

out 10 

Dot 10 v, 

LIMITING VALUES (absolute ratings) 

Va(h) max. 330 v 

Vu max. 165 v 
pu Max. 4.0 w 
Vo, mMax. 310 \ 
Vgo max. 158 v 
Pg2 Max. 1.0 w 

~Vg1 max. 55 A% 
I, max. 50 mA 
Vi x max. 200 v 
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