
MINIATURE OUTPUT PENTODE 
Miniature output pentode for use in single or 
push-pull output stages of miniature equipment. 
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EL9 I MINIATURE OUTPUT PENTODE 

Miniature output pentode for use in single or 
push-pull output stages of miniature equipment. 

OPERATING CONDITIONS - TUSH-PULL FIXED BIAS 

Va 250 v 
Voo 250 v 

Iga(o) 2x5 ma 

Ig2(o0) 2x0,65 mA 
- 20,000 Q 

Vin?wout=50mw) 2x1,5 V.rms 
Is (max.eig.) 2x16 mA 
Ig2 (max.sig.) 2x4.5 mA 
Vin 2x13 V.rms 
Fout (start of Igl) 4.8 W 
Dtot({start of Igl) 3.3 4 

LIMITING VAILUES 

Va max. 250 v 

Wg IBX,. 4.0 w 

wg2 max, 0.6 W 
Ik max. 25 mA 
Vh-k maxX. 50 v 
Hgl max(cathode bias) 0.7 MR 

DIMENSIONS 

ARRANGEMENT OF ELECTRODES 
AND BASE CONNECTIONS dmm 
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MINIATURE OUTPUT PENTODE EL9 I 
Miniature output pentode for use in single or 
push-pull output stages of miniature equipment. 
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EL9] MINIATURE OUTPUT PENTODE 

Miniature output pentode for use in single or 
push-pull output stages of miniature equipment.



MINIATURE OUTPUT PENTODE EL9 I 
Miniature output pentode for use in single or 
push-pull output stages of miniature equipment. 
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EL9 I MINIATURE OUTPUT PENTODE 
Miniature output pentode for use in single or 

push-pull output stages of miniature equipment. 
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MINIATURE OUTPUT PENTODE EL9 I 
Miniature output pentode for use in single or 
push-pull output stages of miniature equipment. 
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EL9 I MINIATURE OUTPUT PENTODE 
Miniature output pentode for use in single or 

push-pull output stages of miniature equipment. 
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