
GAS-FILLED TRIODE EN3 I 

Thyratron for use in h.f. time bases 
and control equipment. 

HEATER 

Va 6.3 \ 
In 1.3 A 

CAPACITANCES @ 

Cin 6.1 pF 
Cout 4.2 pF 

Cag 2.3 pF 
Cg_h <L5 pF 

OPERATING CONDITIONS AS TR 

Va_g (pky Max. 1.5 kV 
Va (pk; Max. 1.0 k¥ 
Ia max. 10 mA 
is (pk) MAax. 750 mA 

750 Qv 
750 k2 

positive) 100 \ 
negative) 0 \4 

33 v 
35 

150 kefs 

E RECTIFIER 

350 \% 
40 mA 
100 Q 
6 uF 

100 v 
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GAS-FILLED TRIODE EN3 I 

Thyratron for use in H.F. time bases 
and control equipment. 
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EN3 I GAS-FILLED TRIODE 

Thyratron for use in H.F. time bases 

and control equipment. 

Vout 
EN3I 

(v) 1t 11} 
700 L1t 

GRID CONNECTED TO CATHODE 
Va3 250Vrms, 
RESERVOIR CAPACITANCE = 6uF 
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OUTPUT VOLTAGE PLOTTED AGAINST OUTPUT CURRENT 
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