
ES 250 M 

POWER AMPLIFYING VALVE 

RATING. 

Filament Voltage ... 1.0 
Filament Current (Amps) 4 
Maximum Anode Dissipation (Watts) ... 250 
Maximum Anode Voltage . - 2,000 
Amplification Factor 15 
Impedance (ohms) . 4,000 

DIMENSIONS. 

Maximum Overall Length 307 mm. 
Maximum Diameter 125 mm. 

BASING. 

Top Connexion (cap with knife) ... Grid and Filament 
Bottom Connexion . Anode 

GENERAL. 

The ES 250 M is a high power amplyifing valve with a dull-emitter 
filament. The construction is very robust and the special hard glass en- 
velope ensures freedom from electrolysis and enables the vacuum to be 
maintained without deterjoration throughout life. The anode is of 
molybdenum, giving remarkable constancy of characteristic and free 
radiation of heat. The valve is also suitable for use as an oscillator. 

APPLICATION. 

The valve is particularly suitable for use in the output stage of large 
audio-frequency amplifiers and is capable of supplying up to 30 watts of 
audio power to the reproducing system. As an oscillator or high frequency 
amplifier, it is suitable for working at frequencies up to 20 megacycles, 
although at the latter frequency the anode dissipation should not exceed 
200 watts. It is desirable to state the working frequency when ordering 
this valve. 

NOTE. 

The valve is supplied in a wooden crate to ensure safety in transit. 
This crate should be kept intact, and the valve should be stored in it 
when not actually required for use. 

EDISWAN RADIO 
1.2.42 Sheet 2/8



200 

EDISWAN VALVE 

TYPE ES 250M. ] 

I 

/ i 
/ d 
/ [ 

- i 
/ L/ by A 
/ i g 

I I 50 

/ 
p A 

i Ld GRID VOLTS| 
~250 - 200 ~ 150 «100 ~ 50 [+ 

200 

[EDlflWAN VALVE] 
TYPE ES 250M 

/ 

I50 I I / 

7 
/ 

100 ',é) / 

g y s 
Y o 

I, ) 

50 g l / %, 

pyARY ANY.4 
| PARY ARV 4 

ANGDE VOLTS 1 
[ 500 1500 200 2500 

THE EDISON SWAN 135, CHARING CROSS RD, 

ELECTRIC CO., LTD. LONDON,; W.C.2,. 

EDISWAN RADIO 


