
At Va rma) 150 V 

lout 
(mA) 
40 
60 
80 

100 
120 

At Va cane) 200 V 
40 
60 
80 

100 
120 

At V. Irma, 250 V 
40 
60 
80 

100 
120 
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PREFERRED 
VALVE DATA 

TYPES 4 
RECTIFIERS F 

C 
R 

e 
0 

16 
75 

32 µF 
25 S2 

CY 3I 
(contd.) 

Vout (D.C.) 
153 157 53 V 
143 144 40 V 
125 132 30 V 
1 10 123 20 V 
92 1 15 II V 

226 227 221 V 
204 210 204 V 
185 190 196 V 
165 180 175 V 
148 167 163 V 

300 292 282 V 
271 276 266 V 
248 262 252 V 
229 247 240 V 
210 232 227 V 

BASE: DIMENSIONS: 
Octal L=112 mm 

D=43 mm 

Miniature indirectly-heated half-wave high voltage 
rectifier 
HEATER 
Vh 6.3V In 90 mA 

Heater voltage tolerances 
For lout not exceeding 200 VA +15% 
For tout=500 µA +7% 

CAPACITANCE 
ca k 

OPERATING CONDITIONS 
With sinusoidal input (up to 500 Kc/s) 

P.I.V. max. 
lout m ax. 
ik (pk,, max. 
Min. limiting resistance 

*Max. reservoir capacitance 
*For 50 c/s operation. At 

0.8 µµF 

17 KV 
0.5 mA 
4 mA 
0.1 M) 
0.1 µF 

other frequencies 
capacitance to be inversely proportional to 
the frequency 

OPERATING CONDITIONS 
With pulse input 

u P.I.V. max. 
lout max. 

* )k )pk,) max. 
Max. filter capacitance 

*For max. pulse duration 

119 

17 KV 
0.2 mA 

80 mA 
5,000 µµF 

of 5 µsecs. 
BASE: DIMENSIONS: 
62A L=53 mm plus wire leads 

D=14.5 mm 

EY 5! 
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