
SUBMINIATURE HALF-WAVE EY70 
RECTIFIER 

Indirectly heated half-wave rectifier. 

HEATER 

Vi 6.3 \ 
In 450 mA 

MOUNTING POSITION Any 

Note—Direct soldered connectionstg eads of this valve must 

be at least Smm from the seal bending of the valve leads 
must be at least 1.5mm from the s 

LIMITING VALUES 

P.LLV. max. 850 v 

Var.m.s.y Max. 250 v 
I, max. - 45 mA 

ia(pky Max. 270 mA 

Vh_k(pk) Max. ' 425 \' 

TYPICAL OPERATING C DI S 

Half-wave operatio @ alve 0 

Vag.m.s.) 235 \' 
Ry min. ~J 270 Q 
lout 45 mA 

Vout C= %31} 216 \'4 

C=_"8u 207 A 
C uF 190 Y 

Full-wave ope two valve‘N 

Capacit t 

Var.m.s.) 250 v 

i Jyer anode) 300 Q 
i 4.0 uF 

lout N 90 mA 
vout 207 v 

é@ | inplit 

a(r.m.s.) 

T Lmin, 5.0 H 

. 300 v 

ot 9  mA 
Vout 240 v 
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All dimensions in mm "“ m 
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