
4 VALVE DATA 
PREFERRED TYPES 

F RECTIFIERS 

EY 91 Miniature indirectly-heated half-wave rectifier 

HEATER 
V❑ 6.3 V ih 0.42 A Heating time 20 secs approx. 

OPERATING CONDITIONS 
Reservoir Limiting 

V„ ,rrs, capacitance (C) resistance (R) 
(V) (;aF) ( S2) 
250 32 100 

16 50 
8 0 

200 32 70 
16 30 

At Va )rme) 150 V 
lout C 8 16 32 µF 
(mA) R 0 0 25 S 

Vout (D.C.) 
45 155 170 172 V 
60 140 160 166 V 
75 122 152 160 V 

At Va (rms) 200 V 
lout C 8 16 32 µF 
(mA) R 25 50 75 Q 

Vout (D.C.) 
45 217 228 218 V 
60 200 215 207 V 
75 182 202 195 V 

At Va (rma) 250 V 
lout C 8 16 32 t.F 
(mA) R 50 100 125 S2 

Vout (D.C.) 
45 276 282 280 V 
60 259 270 268 V 
75 241 255 250 V 

LIMITING VALUES 
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Va ( a) max. 
Ig max. 
v55 (Dk) max. 
C max. 

250 V 
75 mA 

300 V 
32 µF 

BASE: DIMENSIONS: 
B7G L=54 mm 

D=19 mm 


