
VALVE DATA A 
PREFERRED TYPES 4 

RECTIFIERS F 

Indirectly-heated full-wave rectifier 

HEATER 
Vh 6.3V lb 0.6A 

OPERATING CONDITIONS 
Va (rma) max. 2 x 325 V 
la max. 70 mA 
Vh_k (pk) (max.) 350 V 
Max. capacitance of reservoir 
capacitor 16 µF 
Min. value of limiting resistance 
in series with each anode, when 
reservoir capacitance is 16 µF 350 Q 

Reservoir capacitance=4 µF 
lout Va (rme)
(mA) 2x150 2x200 2x250 2x300 

Vout (D.C.) 
2x350 V 

30 172 235 307 375 437 V 
40 165 228 300 368 430V 
50 158 220 292 360 421 V 
60 150 210 284 350 415 V 
70 143 202 278 342 409 V 

56 
BASE: DIMENSIONS: 
Octal L=93 mm 

D=33 mm 

E Z 35 

Indirectly-heated full-wave rectifier 

HEATER 
Vh 6.3V Ih 0.6A 

LIMITING VALUES 
Vn (rme)
lout max. 
Max. reservoir 
capacitance 
Min. limiting resis—
tance (each anode) 
(R) 
vh_k (pk) max. 

2x250 2x275 2x300 2x350 V 
90 90 90 90 mA 

50 50 50 50 µF 

125 175 215 300 D 
500 500 500 500 V 

OPERATING CONDITIONS 
Vs (rm8)

2x275 V 
(C= 50 µF 

2x350 V 
(C= 50 F 

Lut R =175 U) R =300 U) 
(mA) Vout (D.C.) 
30 338 428 V 
45 320 403 V 
60 302 383 V 
75 288 365 V 
90 275 350 V 

BASE: DIMENSIONS: 
138A L=80 mm 

D=22 mm 

E Z 4O 
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