
Tentative  Specification

DESCRIFTI0N

r'l
The  F-8146  and  F-81ly7  are  general  purpose  tnetal  and  cera.mic  triodes  for
use  as  axplifiers,  oscillators  or  Class  8  moduhators  under  OW  or  pulsed
conditions.    The  F-8th6  has  a  water-cooled  anode  capable  of  dissipating
I+0  kilowatts.    The  F-81h7  has  a  forced  air-cooled,  copper  anode-radiator
assembly  of  brazed  construction  capable  of  20  kilowatts.

ERECTRICAI.

Filament Voltage
Filament  Current
Fila,ment  Starting  Current
Filament  Cold  Resistance
Amplfication  Factor

Ec  =  -50  Volts;  Ib  =  3  axperes
Direct  Inter-Electrode  Capacitance

Grid-Plate
Grid-Filament
Plate-Filament

RECHAHICAI.

Mounting  Position
Ceramic  and  Seal  Temperature,  max.

(see  Notes  i  and  2)

Plate  Dissipation
Water  Flow
Water  Jacket  Pressure  Drop
Air  Flow     (Note  5)
Static  Air Pressure
Net  Weight,  approx.

11      volts
155      ampere s
500      amperes

.008       ohms

17

53        HLlf
58       uHf

3 '0      uuf

Vertical,  anode  up  or  down
2500     a

F-81L7
20      15      10      ki lowatt a

8Pm

Note  1:      Auxiliary  air  flow  of  up  to  120  cfm rna.y  be
required  to  limit  the  ceramic  and  sea,1
temperature  to  less  than  the  250°C  max.

Note  2:       A  tetxperature  sensitive  .1acq.uer  manufactured
by  the  Tempil  Corporation,   132  W.  22nd  St.,
New  York  11,  N.  Y.  is  convenient  for  this
mea surenent .

Note  3:       Ma.ximum  incoming  air  texperature,   h5°C.

i¢  Fornel'ly  our  D-1050A  &  8.

psi
cfm
inches  of  water
lbs,
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F-81L7
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MAXIMUM  RATINGS  AND  FTPICAL  OPERATING   CONDITIONS
Values  a to  both  tubes  unless  otherwise  8 ecified

4urdto-F_requency  Power  Amplif ier  and  Modulator  -  Class  a

rmximm R_a_tings, Absolute  Values

I)-a  Pljate  Voltage
Maxirmm  Signa,i  D-C  Phat6  Current  t€.#
Maximum  Signal  Plate  Input  *#

F-8|ng
F-8th7

Plate Dissipation "
F-81h6
F-81h7

Operation
Unless  othervise  specified,  v.alues  are  for  two

D-C  PLete  Voltage
D-C  Grid  Voltage
Peak A-F  Grid-tonlrid  Voltage
Peak A-F  plate-to-Plate  Voltage
Zero  Signal D-C  Plate  Current
rmxiunrm  Signal D-C  Plate  Current
Effective  Load  Resistance,  Plate-to-Plate
Maxirmrm  Signal  Driving  Power,  approx.
Maxirmm  Signal  Power  Output,  approx.

Radio-Fre Power  A 1ifier  -  Class  8

tubes)
F-8in6
loi:88

1g;888
1.8

15.2
1, 330

50
95

11,000      volts
8      axpere8

80     kiloratt6
60      kilowatts

to     kilowatts
20      kilowatts

F-81L6
8,50o      volts

-520      volt s

li;3:8    :::::
1.2      axperes

12.8     aperes
i,too      ohms

Ilo     matt s
70      kilowatts

Carrier  conditions  per  tube  for  use  with a  maxiurum modulator  factor  of  1.0)

maximum Rat_in_8s, Absolute  Values

D-C  Plate  Voltage
D-C  Plate  Current
Plate  Input

F-8th6
F-8th7

Plate  Dissipation
F-8th6
F-81h7

ter  Averaged  over  any  audio-frequency  cycle  of
sine-wave  form.

5-62

11,000      volts
6      amperes

60      kilowatts
30      ki lowatts

to     kilowatts
ac     ki lovett s
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Ziil

EH¥ OT>eration

D-a  Plate  Voltage
D-C  Grid  Voltage
Peak  R-F  Grid  Voltage
Peak R-F  Plate  Voltage
D-a  Plate  Current
D-a  Grid  Current
R-F  Load  Resistance
Driving  Power,  approx.  ++
Power  output,  approx.

F-8ul6
10'500

-550
600

tr,OOO
tr.5

0
550
200

th.5

F-8th65Eg_  ;:#:
5sO        volts

5, 500         v.olts
5.7        axperes

0        a,xpere s
580         ohms
575       ratts

16        ki lowatts

Fc¥::-¥r°q#n'dteL:1:::LS:-:-r':iu:nefgrp=rwlAFh¥::iifha#ucia::oLenp-=:-¥orofi.o)
Maximum Ra_tin_gs_, Absolute  Values

D-C  Plate  Voltage
Dug  Grid  Voltage
Dtl3  Plate  Current
Dno  Grid  Current
PLate  Input
Plate  Dissipation

Fypic±  Operation

D-a  Plate  Voltage
D-C  Grid  Voltage
Peak  R-F  Grid  Voltage
Peak  R-F  Plata  Voltage
D-C  P]ate  Current
D-C  Grid  Current
R-F  Load  Resistance
Driving  Power,  approx.
Power  Output,  approx.

F-81tr6

8'500
.2,008

.8
55
26

F-8lh7...........13

++  At  crest  of  audio  frequency  cycle
with  modulation  factor  of  1.0

volts
volts
axperes
amperes
kilovatts
kiloratts
kilowatts

-:;!88      :::::
2,120        volts
7'8?8       ::5::es

. 6         amperes
6 8o         ohms

1, 250        watts
56       ki lowatts
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?#q:'='q::=¥t:=rpe¥e:::e:=h:u:B:'i:::eTD:ha=t:o:+igrprfu

mxlmm _R?i_1_ng8J Absolute  Values

D-a  Plate  Voltage
D-a  Grid  Voltage
D-C  P]J}te  Current
D-C  Grid  Current
Plate  Input
Plate  Dissipation

Typi_£a_1 Operation

D-C  Plate  Voltage
D-C  Grid  Voltage
Peak R-F  Grid  Voltage
Peak R-F  Plate  Voltage
I)-C  Plate  Current
D-C  Grid  Current
R-F  Load  Resistance
Driving  Power,  approx.
Power  Output,  approx.

F-8th6.....
F-81h7.....

Cathode  Driv.e

7,500
-800

:;388
7.5
•h5
460

9,000
47

Grid  Drive

11,OcO    volts
-2,OcO    volts

8    axpere8
.8   axperes
80   kilomtte
to   kilowatts
20    kilowatts

10, 500         9, 500
-1,500       -1,2cO
2'050
9'8??

.40
755
770

55

±  Modulation essentially  negative  my  be  used  if
the  positive  peak  of  the  envelope  does  not  exceed
115  per  cent  of  the  carrier  condltlon8.

3-62

7,5cO    volts-8oo    volts

h
545

volts
v.olts
axperes
ampereg
ohms
ratts

38   kilomatts
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RATINGS   VERSUS   FREQUENCY

uexiim"  ratings  apply  up  to  50  megacycleB.    The  tube  may  be  operated  at  hlgber
frequencies  provided  the  nBximum  values  of  plate  voltage  and  power  input  are
reduced  according  to  the  tabulation  below  (other  maximum ratings  are  the  same
above).    Special attention  should  be  given  to  adequate  ventilation  of  the
ceramlc6  a,nd  seals  at  these  frequencies.

Frequency                                                                                          50            ilo    negacycle8

5:I:::eT::d°:LMaM::±=:u:ated  plate                                    loo            7o   per  cent

PUISE   SERVICE   OPERATIONS

In pulse  r-f  axplifier  service,  it  is  possible  to  operate  the  tube  under
conditions  not  permissible  ln  CW  operation.    Because  of  the  wide  variety  of
operating  conditions,  it  is  advisable  that  tube  operation  reconmendatlong  be
obtained  from our Engineering Department  for  specific  conditions.

MODulATOR  TUBE   -  put.sin  opERATloN

mxlunm Ratin Absolute  Values

D-C  Plate  Voltage
Peak  Plate  Voltage  (instantaneous)
D-C  Grid  Voltage
Peak  Positive  Grid  Voltage
Pulse  Cathode  Current
Grid  DisBlpatlon
Pulse  Length

D-C  Plate  Voltage
Pulse  Plate  Current
Dno  Grid  Voltage
Pulse  Grid  Current
Pulse  Positive  Grid  Voltage
Duty  Factor'
Pulse  Length
Plate  Output  Voltage
Pulse  Output  Power

18   kilovolts
sO    kilov.olts

-2500    volts
4ooo    volts
220    axperes
800   vatts

2000    usec.

16    kilovolts
leo    axperes

-1500    volts
40    axperes

2200    volts
.003

10     Lisec.
13.5    kilovoltg
i.6    urv

Addltioml  information for  specific  applications  can  be  obtained  fron the:

Electron  Tube  Applications  Section
ITT  Components  Division
p.0.  Box  hl2
Clifton,  New  Jersey
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NorE:    Contact  areas  are  to  be
concentric  wlthln  .025".

Fllanent  a

2-11/16  ±1
Fllanent  Contac

3/16  mln.

rl

n

Eii

3-35/6j+  mx.  o

Grid  Contact
5/16  utn.

Do  Not

•250  ±.0

3'535  ±1

ACCESSORIES :

OUTLINE
F-8th6    porn  TRloDE

ontact #1 •700  ±.005  dl

/321
t

2-ink ±+lyR
/ca  atJfL.

lrl3t#2l             I
'''111111111-,--IllIIIIIIIIIEl

'.D.              _++++Contact I+
I- 3-21/

'

X,   O,D.

3.815-
20   PlatehR:dijf1.I18ti/rR aha

7-9/16

I
t

I  ±1/32
I+

Fllanent  Cormector  #1  -    RT-5ly76tr
FllanBnt  Connector #  -    RTih765

3-r| ITS ¥|N6

uJ+-3/8   +-i/8

±.OcO  dla.

Grid  Connector    -  RT-5J+763
Water  Jacket        -RT-55070



-8-
NOTE:     Contact  areas  are  to  be

concentric  within  .025"

cmhact  #L

r  .Too  ±.005  d±a..11
2±13+

+.

1t6Fdia.

rl3£#211
1111111111111/ \

ID,-I I
__L

I-a1
-ontactx,0.D.

I

5  32  -  6F

-I-5h764I-5h765T-55052T-551hoE±

7±

i
i±±32  dia.

OUTLINE
F-8ih7    powER    mloDE

Filament  a

11
2R±
Contact'F11anen±

1i mln,

3 # mx.

Grid  Contact f min.

Do  Not
ly.OOO

ACCESSORIES
Flla.  Cormector #1-R
Flla.  Connector  #2  -R
Grid ,Ring  Cormector-R
Air  Socket  Assy.p       -R
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