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BATTERY (DRY CELL) PENTAGRID

RATING.

Filament Voltage ...
Filament Current (amp)
Maximum Anode Voltage
Maximum Screen Voltage .
Maximum Oscillator Anode Voltage 90

TYPICAL OPERATION.
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EDISWAN

Anode Voltage
Screen Voltage . 45
Oscillator Anode Voltage 90
Input Grid Bias Voltage (to G4) 0
Osciltator Grid Resistance (ohms) 200,000
Conversion Conductance (uA/fY) 250
Conversion Conductance at Vg4 —3 (LA[V) (approx.) ... 5.0
Anode Current (mA) . 0.55
Screen Current (mA) ... 0.6
Oscillator Anode Current (mA) 1.2
Oscillator Grid Current (mA) . 0.035
Total Cathode Current (mA) 24
DIMENSIONS.
Maximum Overall Length 98 mm
Maximum Diameter . <. 30 mm
CHARACTERISTIC CURVES OF AVERAGE 11 7r BASING.
"MAZDA VALVE §| PinNo. I. Filament.
3 2 —
FC.4l 2
|| 3. Anode.
CURVES TAKENAT Va=Vgt = 90y, Vg =451 o 4, Oscillator Anode (G2).
5. Oscillator Grid (G1).
Al 6. Metallising.
A 15 7. Screen Grids (G3 & G5)
; ] 8. Filament.
Pord ; s Top Cap.  Control Grid (G4).
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