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Main Use =~ Class B Power Amplifier
Numbaer of Electrodes
Filament Voltage

Carrent 5

Type - Thoriated Tungsten
Averags Characteristic Caluss Calculated at

B = 1250, Id = ,090 am,, Ef = 10 v, direct

Grid Voltaze
Amplification Factor
Plate Resistance
¥utual Comductance
Average Dirsct Interelectrode Capacitances:
Plate to Grid
Grid to Filsment
Plate to Filament

'-lu:i- Overall Dimensions:

Iength
Dismeter

Base Type Numbers
Type of Cooling - Air

Class B Audio Frequency Power Amplifier

Plate Voltage

Grid "
Fil, "
Plate Current -~ No Sigmal
- " Max, Sigmal °
"

" Input - "
®* Dissipation ;
Output -~ &pprox. - lax, Sigml -

- Load Reslistance per Tube

* Averaged over any audio-frequency cycle

Class io Fre oy P fier

(Carrier conditions to which & mod. factor up to 1.0 can be applied)
Plate Voltage 1500 1250 1000 Velts
Grid n . 0 LSt
Fil. " 10 10 e
Plate Curremt «175  .132 . 150 Amp,

- Input
*  Dissipation

Output -~ approx.

April 26, 1934

200 165 ¢+ 150 Watts
1265 110 -1ope
BT A
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Installation
MECEANICAL

Pliotron mountings mmst be of good
quality and should be so installed as to
minimize danger from impact. If the set
is subject to vibratiom, a shock-absorbing
suspension mmst be employed.

COOLING

All spparatus should be arranged to
allow free circulation of air around the
pliotron. The bulb becomes very hot dur-
ing operation and, therefore, should
neither come in contact with any metallie
object nor be subjected to drops or spray
o I ieaid

Sets using more than one tube should
provide adequate spacing between tubes so
that adjacent portions of the bulbs do not
operate appreciably hotter than the other
sections.

ELECTRICAL

To avoid danger of corona discharge,

all wires and connections should be made
to allowWw several 1nches of free space
o ground the piketrom, — ror -~ tubes U

metal base, the metal shell must not be
connected to any part of the circuit.

The filament 1is of the thoriated-
tungsten type, and should be operated
preferably from an a-c source, although a
d-c¢ supply may be used. A voltmeter

should be connected permanently across the
filament circult at the socket terminals
so that the filament voltage can be main-
talned at the grated value. The filament
supply should be designed to allow opera-
tion at rated ~filament voltage. Unless
otherwise specified by the manufacturer,
any variations which may occur should per-
mit operation of the filament at voltaszes
within the range; namely, rated voltage to
five per cent above rated voltage. The
filament transformer shall have good regu-
lation and should be designed for at least
thirty per cent above rated filament watt-
age. During "stand-by" periods, the fila-
ment voltage should be maintained at rated
voltage. If the '"stand-by" periods ex-
ceed two hours in duration, the filament
current *should be shut off.

Overheating by severe overlozd may
decrease filament emission. Unless the
overload has liberated a large amount of
gas, the activity of the filament wusually
can be restored by operating the filament
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at rated voltage for ten minntes or more
with no voltage on the plate or grid. This
process m=ay be accelerated by increasing
the filament vol to 20 per cent above
the gnormal value i t higher) for a Tfew
minutes.

The rid-circuit and late-circult
return leads should be connected to the

center tap of the filament-transformer
secondary. When d-c filament excitation
is used, the return leads from the grid

and ‘plate circuits should be connected to
the negative filament terminal.

To prevent parasitic oscillations
when pliotrons are operated in parallel, a
noninductive resistance of 10 to 100 ohms
should be placed in series with each con-
trol-grid lead as near as possible to the
grid terminal.

An ammeter in the plate ecircuit of
each tube should be connected so that the
direct-plate current may be checked regu-
larly.

The plate circult should be provided
with a protective device such as a fuse or
relay in order to prevent overheating
caused by Improper circuit adjustments or

rivading. == —POmMOVS
the plate voltage lnstantly if the direct—
plate current reaches a value 50 per cent
above gnormal.

In rating pliotrons, certain values
are given as maximum; that is, the values
beyond which it 1s wunsafe to go from the
viewpoint of life and performance. In or-
der not to exceed the gmaximum ratings,
changes in plate and filament voltage
caused by line-voltage fluctuation, Iload
variation, and manufacturing variation of
the associated apparatus must be deter-
mined. Then, an average value of plate
voltage should be chosen so that under the
usual operating conditions the maximum
ratings will not be exceeded.

IN TRYING OUT A NEW CIRCUIT OR WHEN
ADJUSTMENTS ARE BEING MADE, THE PLATE
VOLTAGE SHOULD BE REDUCED IN ORDER TO PRE-
VENT DAMAGE TO THE PLIOTRON OR ASSOCIATED
APPARATUS IN CASE THE ADJUSTMENTS ARE IN-
CORRECT.

Operation
GENERAL

Maximum ratings and typical operating
conditions for each recommended class of
service are given on the Description and

The ratings and characteristics of a particular pliotron are given on

the Description and Rating Sheet for that tube.

*Supersedes GEH-930R




o

Rating Sheet covering the individual type
of pliotron. The typlcal values given
must not be considered as ratings, because
the tube may be used at any suitable con-
ditions within the maximum ratings.

CLASS A AUDIO-FREQUENCY AMPLIFIER OR MOD-
ULATOR

Grid bias for this type of service
may be obtained from a separate voltage
source or by means of a self-blasing re-
sistor shunted by a filter network to
avoid degenerative effects at the low
audio-frequencies. When several tubes are
operated in parallel, it 1is mnecessary to
make provision for individual adjustment
of grid bias to insure that the plate dis-
sipation of any tube does not exceed the
pmaximum value. This may be accompllished
by means of a tapped "C" battery or, if
self blas is used, by means of a variable
cathode resistor for each tube. When the
self-biasing method is used, separate fil-
ament supplies are necessary for each
tube.

An output device such as & chcke or
transformer should be used to transfer
power efficiently from the pliotron to the
load.

CLASS B AUDIO-FREQUENCY POWER AMPLIFIER OR
MODULATOR

In this type of service two tubes are
used in a "balanced" circuit, each tube
conducting only half the time. The plate
16ss becomes maximum at a signal slightly
less than 1, depending on the circuit con-
ditions, and therefore the plate dissipa-
tion must be limited so that at this value
of sustained signal, the plate loss will
not exceed the gmaximum rating.

The input transformer should be de-
signed to give good frequency response
when operated into an open circuit, such
as that represented by the grid circult of
the Class B stage when the signsl ampli-
tude is small. It should be designed also
to handle the required input power for
maximum sigrial conditions.

The output transformer should be de-
signed so that the resistance presented by
the load is reflected as the proper plate-
to-plate loading in the Class B stage. For
example, 1if the Iocad Is & modulated
Class C amplifier operating at 2000 volts
and 500 milliamperes, the ratio of the
output transformer to provide a plate-to-
plate loading of 10,000 ohms would be
10000 = 3000, or 1.52 to 1, step-down. The
transformer should be designed with a core
large enouzh to avoid saturation effects,
which would impair the quality of the out-
put. If the secondary is to carry the

direct plate current of the modulated

amplifier, the core should be made
and should include an air gap.

CLASS B RADIO-FREQUENCY AMPLIFIER

In Class B radio-frequency service,
the plate is supplied with unmodulated di-
rect voltage, and the grid 1s excited by
modulated r-f. voltage. It 1s Important
to note that in this service the plate
disslpation is greatest when the carrier
is unmodulated. Therefore, the circuit
should be adjusted so that, without modu-
lation, the plate loss wlill not exceed the
pmaximum rating.

Grid bias for Class B a-f. or r-f.
service should be obtalned from a battery
or other d-c source of good regulation. It
should not be obtained from 4 high-resist-
ance supply such as a grid leak.

CLASS C RADIO-FREQUENCY POWER AMPLIFIER --
PLATE MODULATED

In this type of service,; the plate
supply voltage 1is modulated so that the
tube output is modulated radio freguency.
Assuming a value, P, of plate Input to be
modulated, the amount of audlo-frequency
power to be supplied 1s equal to m<P,
where m is the modulation factor. e

The maximum ratings and typical op-
erating conditions given in the ﬁTechnLcal
Information are such that a modulstics
factor up to 1.0 may be used. RKhen & 1o
er value of modulation.is mses =3t
dissipation allowed may be ;ncreased but
should be limited so that with the =odula-
tion sustained at its peak value, m, the
plate loss will not excesed & vwalue
times the plate dissipation Z+m
rating.

Grid blas for this service may be ob-
tained from a grid leak or from a combina-
tion of grid leak and genmerator, Tecbi-
fier, or cathode-bias resistor, sultably
hy-paszed for sudio- and radio-frequencies.
The comblnation method is desirable be-
cause dilstortion effects may be minimized.

CLASS C FADIO-FREQUENCY POWER AMPLIFIER
AND OSCILLATOR

In telegraph service, the plate input
power is keyed, i.e., 1s on and off alter-
nately in accordance with the characters
of some code. During the "key-down" peri-
ods, the tube functions as an unmodulated
radio-frequency power amplifier. The tube

may be used also as an amplifier or oscil-

lator without keying. In Ppoth types of
service, the ratings given are for '"key-
down" conditions.

Certaln methods of modulation may be
applied to this class of service provided

flote: The ratings and characteristics of a particular pliotron are given on
the Description and Rating Sheet for that tube.
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envelope does not exceed
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Grid bias for Class C
obtained from & grid lesk,
from a rectifier of good
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INSTRUCTIONS

Complete Instructions are packed with
each shipment of tubes. Additional copies
can be secured from the nearest office of
the General Electric Company.

General Electriec tubes are warranted to
be of the kind and quality described in
the manufacturer's specifications. Before
leaving the factaory, each tube 1is sub-
jeeted to riglid tests and inspectlions.
Performance will depend, to a large extent,
upon the application, and upon the care
with which the tubes are handled. In case
of doubt as to proper operating conditions,
information should be secured from the

_ General Electric Office through which the

purchase was made.

To assure satisfactory operation, it is
recommended that each tube be tested upon
receipt by the customer, in the equipment
in which it is to be used. If spare tubes
are to be stocked for Ilong perlods, a
check test should be made every three
months, The conditions of test and opera-
tion should not be more severe than the
conditions described in the specifications.

If any failure of the tubes to comply
with the specifications appears during the
initial test or subsequently during the
life warranty under which the tubes were

through.whi&ﬁ T
advise the purchasdr T
procedure for returning
be defective.

Should the package be received in dam-
aged condition, observance of the proece-
dure described on the tag affixed to the
container will enable the General Electric
Company to assist the customer in filing a
claim for tubes damaged in transit,

Tubes returned for credit adjustment
should be packed as carefully as when
originally received, for damage sustained
in return shipment will make a thorough
examination Impossible,

LICENSE NOTICE

In connection with this devlce, the
General Electric Company has rights under
patents having claims (a) on the device
itself and (b) on combinations of the de-
vice with other devices or elements,as for
example in various circuits and hook-ups.

The sale does not carr a license under
the patent claims of except for in-
stallation and legitimate renewals and re-
pairs in apparatus and systems already
licensed for wuse under such patent claims
on combinations.

Service Report Form

This service sheet 1ia furnished for
the convenience of the customer in apply-
ing for adjustment if the quality of the
tube does not meet the specification and
warranty under which the tube was sold, It
1s egsential that the customer, in making
application for adjustment, f1ill out this
sheet and return 1t, with the tube, to the
commercial agency from which the tube was
purchased.

Type Serial Date

Date Put

In returning a vacuum tube for tant F
and examination, the customer gives per-
mission to the General Electric Company to
break the glass bulb and fo dissect the
atructure of the tube, in case such pro-
cedure is considered necessary for & com-
plete examination of the tube, to deter-
mine whether or not the failure was caused
by a manufacturing defect.

Result of (Good)

of Tube,s.c....ltmbor, .. ....Tested...,...In Service..,....Initisl Teat (Defcehime s ks

Manufacturer of Equipment in Which Tube Was Used
{Inciude Manufacturer'!s Deailgnation or Catalog No.) ..ceciesnsiocsiiansncesnnonsss s

Seryice, with Cathode Operating, Hours ..... Service,with Anode Opérating, Hours .......

Hours Service Per Day .........Hours Service Per Week ........Date Rejected ...cceccanus

Heagson Rejected ... .....isevessecncisssastsisoaransinanesssssosannnvissnsvenasnscctuine i

Description of EqQuipment ..cesveesscsocosssasmmnnnnsnecosssossanernssesnsivnnnssnnyisecEig
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Conditions of Operation
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