
4 VALVE DATA PREFERRED TYPES 

F RECTIFIERS 

EZ 41 Indirectly-heated full-wave rectifier 

HEATER 
V5 6.3V Ih 0.4A 

OPERATING CONDITIONS 
Vs Irmel max. 
Voot (approx.) 
'Out 
Reservoir capacitance (C) 
Limiting resistance (R) 

LIMITING VALUES 
Vu trmsl max. 
lout max. 
C max. 
R min. (C= 8µF) 

(C=16 µF) 
(C=32 µF) 

Vs..k IDgI max. 

2><250  V 
260 V 
60 mA 
8 µF 

150 cZ 

2x250 V 
60 mA 
32 µF 
150 S 
250 f 
300 S2 
350 V 

BASE: DIMENSIONS: 
B8A L=60 mm 

D=22 mm 

FW 4-500 Directly-heated full-wave rectifier 

FILAMENT 
Vr 4.0 V It 3.0 A 

OPERATING CONDITIONS 
Capacitance of Min. value 

Vu Irmsl reservoir of limiting 
V capacitor resistances 

( F) ( f ) 
2x500 
2 x 350 

16 
32 

Vs Irmsl 

2x200 
2 x 150 

lout 2 x 300 2 x 400 2 x 500 
(mA) Vout (D.C.) 
50 375 516 650 
100 330 470 600 
150 290 425 560 
200 260 390 522 
250 240 380 500 

LIMITING VALUES 
Vs trmst max. 
L max. 
P.I.V. max. 

V 

V 
V 
V 
V 
V 

2 x 500 V 
250 mA 

1,600 V 

BASE: DIMENSIONS: 
British L=146 mm 
4-pin D= 51 mm 

Pose 116 
lM~uL rrd 

W 


