
TEHEPATOPHbIV TPHOA 

TRIODE 
'K-5A 

FeHepaTopHbir Tpuoa MK-5A npegHasHadeH Ans 
paboTbl B Ka4ecTee yCunuTena unu reHepartopa Ha ya- 
cToTe A0 26 MI'y B cTaumMoHapHbIX pagnoTeXHUHECKNX 
YCTpOUCTBAX. 

OBLUME CBEAEHUA 

KaTtog — BonbthpamoBbIil TOpUpOBaHHBIN Kapbuau- 
poBaHHbIN NPAMOro Hakana. 

OcbopmneHue — MeTanoCTeKNAHHOE. 
OxnaxxgeHne — NpuHyauTenpHoe: aHoga — BoAs- 

HOE; HOXKW — BO3AYLWHOE; 0605I04KK 1 Cnaes — BO3- 
AywHoe. 

BbicoTa He 6onee 790 MM. 
JuameTp He 60nee 178 mm. 
Macca He 6onee 19 kr. 
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- ®’40‘ ! A - anopg; C — cerka (konb- 
l yeeo# BuiBOR); 1,2, 3,4 - 

Kavoq 

| A - anode; C - grid (ring); 
1,2, 3, 4 - cathode 

The 'K-5A triode is used for amplification or genera- 
tion at frequencies up to 26 MHz in stationary RF equip- 
ment. 

GENERAL 

Cathode: directly heated, carbonized thoriated tungsten. 
Envelope: glass-to-metal. 
Cooling: foced (water for anode, air for stem, air for en- 
velope and seals). 
Height: at most 790 mm. 
Diameter: at most 178 mm. 
Mass: at most 19 kg. 

AONYCTUMBIE BO3AEACTBYIOLWMUE ®AKTOPbI 
MPU SKCIUTYATALIUN 

Temnepatypa okpy>xatowew cpegbl, °C . .......... -10-+55 

OTHOCUTENbHAsA BNaXKHOCTb BO3AyXa npu 

Temnepatype 80 +25°C, % . ... ...l 98 

OCHOBHbIE TEXHUYECKUE AAHHbIE 
AnexTpunuyeckue napameTpbl 

HanpshkeHwe Hakana, B ....................... 17 

TOKHAKANa, A . ... 540-610 

KpyTuana xapaktepucTiki (NPpy HaNps>XeHu aHoAa 

10 kB, Tokax aHoga6 M8 A),MA/B .............. 70-110 

KoadcbuumeHT yeunenms (npy HanpsiXxeHnax aHoaa 

81 10kB, Toke aHoga 6 A) .................... 32-48 

MexonekTpoaHbie emkocTy, Nd, He 6onee: 

BXOAHASA ..o iiit i nnie it ii e 220 

BBIXOAHAS . .o ovtn it ie e et 5 

APOXOAHAA v\ttt it 100 

45° 

OPERATING ENVIRONMENTAL 
CONDITIONS 

Ambient temperature,°C ...................... —101o +55 

Relative humidity atupto +25°C, % ............. 98 

BASIC DATA 
Electrical Parameters 

Filamentvoltage, V ......... ... ... ... ... ... 17 

Filamentcurrent, A ... ... .. ... ... ... .. ... ..., 540-610 

Mutual conductance (at anode voltage 10kV and 

anode currents 6and 8 A), mA/V ... ... ... 70-110 

Gain coefficient (at anode voltages 8 and 10 kV 

andanodecurrent6A) ......... ... .. ... ... 32-48 

Interelectrode capacitance, pF, at most: 

input .. ... 220 

output . ... 5 

fransfer ........... ... . i 100 
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TEHEPATOPHbIW TPUOJ 
I'K-5A TRIODE 

MakcumanbHbie npeaenbHO AONYCTUMbIE Limit Operating Values 
KcnnyataymoHHble AaHHbIe 

Hanpskenuwe Hakana, B .. ............... ... . ... 18 Filamentvoltage,V .............................. 18 

HanpsixeHue aHopa, kB: Anode voitage, kV: 

NOCTOAHHOG . ... ..iinivrnenninnnnnnrnnnnn.n. 10 DO . e 10 

B UMNynbce (NKosoe 3HaqeHune npn 100 % peak value at 100-% anode modulation ........... 20 

QHOAHON MOAYNAUMM) . . ... oo 20 Filament startingcurrent, A ....................... 863 

MyckoBOM TOKHaKana, A . ...........cuvenvnnen... 863 Dissipation, kW: 

PaccenBaemas MowHOCTb, KBT: anode .............. e 200 

AHOAOM . ... . e 200 e o 10 

COTKOM . oottt ettt i 10 Operating frequency, MHz ........................ 26 

Pabouasyactota, My .............. ... ... .. ... 26 Temperature at envelope and seals,°C .............. 150 

TemnepaTypa o6onoykuucnaes,°C ................ 150


