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TECHNICAL INFORMATION (CONT'D)

Mechanical

Net weight, apProxX. . .. ..ottt e L2
Shipping weight, approx. . .. ... ... ... .. ... . o3
Operating position. ... .. ... ... ... e

MAXIMUM RATINGS

Maximum peak anode voltage

IOVerSe . . ot e L1300

Forward .. ... ... ..ttt e ... 650
Maximum negative control-grid voltage

Before conduction. . . ... ... L 200

During conduction. .. ..., .. ... L 10

Maximum negative shield-grid voltage
Before conduction. . .. ........ ... ... . i . 100
During conduction.. . . .. .. ... .t 5
Maximum anode current
InsStantaneous. . .. .. .. ...t e ... 500
AVETALE . . .. i e 100
Surge, fordesignonly....... ... ... .. ... ... ... ... ... ..............10
Maximum control-grid current

ounces
pounds

vertical or
horizontal

volts
volts

volts
volts

volts
volts

milliamperes
milliamperes
amperes

milliamperes
milliamperes

milliamperes
milliamperes
seconds
centigrade

Instantaneous. . .. .. .. ...t i 50

AVETAZE . . .. . e e 10
Maximum shield-grid current

Instantaneous . . .. .. oo ot e 50

AVErage . . .. ..o 10
Maximum time of averaging anode current. ... ...........................30
Ambient temperature limits. . .. ................................—55to +90
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