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TECHNICAL INFORMATION (CONT'D)

MAXIMUM RATINGS

SWEEP-CIRCUIT OSCILLATOR RATING

Maximum anode voltage
Peak, between any two electrodes. .. .. ... ... .. .. ... ... ...,

Instantaneous.. .. ..

Maximum anode current

Peak..........

GRID-CONTROLLED RECTIFIER RATING

(For frequencies below 75 cycles per second)
Maximum peak anode voltage .. .. .. .......... .. ... ... .. .. .. .. ... ..
Maximum peak anode current .. .. ........ .. ... .. ... .
Maximum anode current®. . .. ... ...

*Averaged over period of not more than 30 seconds.

OPERATING NOTES

.350
..300

Average, 200 cycles per second and above. .. .. .. .. .. ... ... . ... ... ... ..
Average, below 200 cycles per second. .. .. ... ... ... ... ..

.350
.300

.75

volts
volts

milliamperes
milliamperes
milliamperes

volts
milliamperes
milliamperes

For both classes of service the grid resistor used should not be less than 1000 ohms per maximum instantaneous

GL-885 TYPICAL CONTROL CHARACTERISTICS

volt applied to the grid. Resistance values in excess of 0.5 megohms may cause circuit instability.

SHADED AREA SHOWS RANGE OF CHARACTERISTICS
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D-C CONTROL GRID VOLTAGE AT START
OF DISCHARGE IN VOLTS
K-8639640 6-6-44
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