FEHEPATOPHbIN TPHOQ

'Y-10A

TRIODE

eHepaTopHbIM TpUoa NY-10A npeaHasHadeH ans
reHepupoBaHusa KomnebaHui u yCUeHnss MOWHOCTU B
pagmoTexHn4eCcKnx ycTpomcTeax.

OBLUE CBEAEHUA

Katog — BOMNbgpamoBbit TOPUPOBaHHLIA Kapbuaunpo-
BaHHbI NPAMOro Hakana.

Odhopmnenne — MeTannocTeKNsHHOE.

OxnaxgeHve — NpuHyauTeribHOe: aHoda — BOASAHOE;
6annoHa n HOXKM — BO3AYLLHOE.

BeicoTa He 6onee 320 Mm.

luameTp He 6onee 100 mm.

Macca He 6onee 3 kr.

The N'Y-10A triode is used for generation and power
amplification in RF equipment.

GENERAL

Cathode: directly heated, carbonized thoriated tungsten.
Envelope: glass-to-metal.

Cooling: forced (water for anode, air for bulb and stem).
Height: at most 320 mm.

Diameter: at most 100 mm.

Mass: at most 3 kg.

AONYCTUMBIE BO3AEACTBYIOWWNE ®AKTOPbI
nMPn IKCMNYATALUN

Temnepatypa okpyxatowen cpeael, °C .. ... ... ... —-10-+55
OtHocUTenbHAaA BNaXKHOCTL BO3AyXa Npu

Temnepatype 40 +25°C, % ... 98
OCHOBHbIE TEXHUWHECKWE AAHHbIE
AnekTpuyeckune napameTpbi

Hanpsixkenne Hakana, B .. ... .. ... ... .. ... .. .. 7
TokHakana, A ... ... .. 70-80

KpyTnaHa xapakrepucTuxkm (npv Han-

psxeHnn aHoga 2 kB, Tokax anoga

25MS5A),MAB .. 15-25
KoadhuLineHT ycunetnns (npu Hanps-

XeHusix aHoga 2 v 4 kB, Toke aHoga

25A) 40-45
Tok aHoga (Npu HaNPsXXeHUW aHoaa
S5kB), A .. 0.6-12
MexxanekTpogHbie emkocTu, nd:
BXOOHas, Hebonee .. ...................... 40
BbIXOgHaA, Hebonee . ................ ... .. 34
npoxogHas, Hebonee . . ... ... ... .. ... ... 1.5
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1,2 - kavog; C — ceTka;
A - anop; | - KoHTak-
TUpYlOUMe NOBEPXHOCTH

C-grid; A—anode: 1,2 —
cathode: /- contact surface

OPERATING ENVIRONMENTAL CONDITIONS

Ambient temperature.°C . ... ... o -10to +55
Relative humidity at 25°C, % . ............. ... .. 98
BASIC DATA
Electrical Parameters
Filamentvoltage, V .. ............ ... ... ... ... 7
Filamentcurrent, A .. .. ... ... .. L 70-80
Mutual conductance (at anode voltage 2 kV. anode
currents 25and 5A), mANV ... L 15-25
Gain coefficient (at anode voltages 2 and
4kV, anodecurrent2.5A) . ... ... ... 40-45
Anode current (at anode voltage 5kV), A ... ... ... 0.6-1.2
Interelectrode capacitance, pF:
input,atmost . ... L 40
output,atmost .. ... 34
transfer,atmost . ... ... ... . 1.5
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'Y-10A

FEHEPATOPHbIN TPUOA
TRIODE

MakcumanbHbie npeaenbHO AONYyCTUMbIE
3KCNyaTaynoHHble faHHble

Hanpsxenwe Hakana, B . ............ ... .. .. ...
HanpsikeHune aHoga, kB .. .. .. ... ... ... ...
[yckoBOW TOK HAKana, A . .. ...................
PaccevBaemast MOWHOCTb, BT:
AHOLOM . . . oottt
CETKOM ..
Pa6ouasi vactota, MMy .. .. ... ... .. ... ... ..
TemnepaTypa 060104KIN, HOXKA 1
cnaes,°C . ... ...

7-7.3
115
1,0-10*

300

150

Limit Operating Values

Filamentvoltage, V . ........ ... .. ... . ... .. ... 7-7.3
Anode voltage. kV . ... ... ... L 8
Filament starting current, A ... .. ... L 115
Dissipation, W:

anode ... 1.0-10°

grid . 300
Operating frequency, MHz ... ... ... ... ... .. ... 26
Temperature at envelope, stem and seals. °C ... ... 150



