'y-106

FEHEPATOPHbIN TPUOQ
TRIODE

eHepaTopHbi Tprog NY-106 npegHasHadeH ans
paboTbl B KA4ECTBE YCUNUTENA UITW reHepaTopa Ha va-
cToTax 4o 25 MMy B cxemax ¢ obLien 3a3emMIeHHON CeT-
KOW U/IN B CXEeMaXx C HenTpanusauymnen.

OBLME CBEAEHUA

KaTtoa — BonbhpamoOBLiA TOPUPOBAHHBIA Kapbuanpo-
BaHHbIA NPAMOro Hakana.

OdbopmMneHre — MeTannoCTEKSHHOE.

OxnaxgeHve — Bo3ayLWwHOe NpuHyauTenbHOE.

BeicoTa He 6onee 330 mm.

AnameTp He 60onee 128 mm.

Macca He 6onee 6 kr.

GENERAL

Cathode: directly heated, carbonized thoriated tungsten.
Envelope: glass-to-metal.

Cooling: forced air.

Height: at most 330 mm.

Diameter: at most 128 mm.

Mass: at most 6 kg.
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The I'Y-106b triode is used as an amplifier or oscilla-
tor at frequencies up to 25 MHz in grounded-grid circuits
or in circuits with neutralization.
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FEHEPATOPHbIN TPUOA

TRIODE

'Y-10b6

AONYCTUMbIE BO3AEUCTBYIOWWE ®AKTOPbI

NPU IKCIMNIYATALIUU

TemnepaTypa okpyxatowen cpeabl, °C . ... ... .. ..
OTHOCUTENbHAS BIaXHOCTL BO3AyXa Npun
Temnepatypa 4o +25°C, % ... ... ...

OCHOBHbIE TEXHUWHECKUE AAHHbIE
AnekTpuueckue napameTpbl

Hanpsxerne Hakana, B . ................... ...
TokHakana, A . ... .. ...
KpyTuaHa xapakTepucTukm (npu
Hanps>xeHun aHofa 2 kB, Tokax
aHona2,5n35A),MA/B ...
KoadbdurumeHT yeunexus (npy Han-
psxeHusax aHoaa 23 kB, Toke
aHOd4a 2,5 A) .. ...
Hynesow Tok aHoga (npv Hanpsixe-
HawaHoga 5kBY, A ... ... ..
MexanekTpoaHbie emkocTu, Nd:
BXOoAgHaA, HeBonee . .. ... ... .
BbiXOAHas, He bonee . ...... ...............
npoxoanas, Hebonee .. ... .. ... ... ...

MakcumanbHbie npegenbHO gonyctumble
3KcnnyarauyunoHHble AaHHble

Hanpsbkenne Hakana. B .. ... ... ... ... . ...
HanpsixeHne aHoga (noctosiHHoe), kB .. ... ... ...
MyckoBon TOk Hakana, A . .....................
KoadhpuumeHT aHogHOM MOAYNALAM . . .. .. ... .. ..
PaccevnBaemas mowHocTb, BT:

AHOAOM . . oot

CETKOWM ..o
Pabouas wactota, MMy . ......... ... .. ... ... ..
Temnepatypa o6onouku ncnaes, °C .. ...........

70-80

15-25

45-55

06-12

7-7.3
115
1,0-10*
300

150

OPERATING ENVIRONMENTAL CONDITIONS

Ambient temperature, °C ... .. ...
Relative humidity atupto +25°C, % .............

BASIC DATA
Electrical Parameters

Filamentvoltage, V ... ... ... ... ... . ... ......
Filamentcurrent, A .. .. ... ... ... .
Mutual conductance (at anode voltage 2 kV, anode
currents 25and 3.5 A), mA/V ...
Gain coefficient (at anode voltages 2 and
3kVandanode current25A) .............. ...
Anode current at zero grid valtage (at
anodevoltage 5kV). A . ... ... ... L
Interelectrode capacitance, pF:
input,atmost .. ...
output,atmost . ... ...
transfer,atmost .......... ... L

Limit Operating Conditions

Filamentvoltage, V ... ... .. ... .. ... ... ...
Anode voitage (DC), kV . ... ... ... ... ... ...
Filament starting current, A ... ... ... ... .. ..
Anode modulationfactor ... ... ... L L
Dissipation, W:

anode ... ...

grid ...
Operating frequency, MHz ... ........... ... ....
Temperature at envelope, and seals, °C ..........

—10to +55
98

70-80

15-25

45--55

0.6-1.2

7-7.3

115

1.0-10*

300

150



