
TEHEPATOPHbIN TPHO[] 
'Y-23b 

TRIODE 

lenepatopHbin Tpuop Y-23b npeaHasadeH AnA 
paboTbl B Ka4eCcTBE YCUNUTENs Wnun redepaTopa Ha ya- 
ctoTtax Ao 30 My B pagnMoTexHn4ecKnx yCTPONCTBAX. 

OBLUME CBEAEHUA 

Katog — BonbthpamoBbid TOPUPOBAHHLIN kapbugnpo- 
BaHHbIA NPSAMOro Hakana. 
OcbopmrieHne — MeTannoCcTeKNAHHOE. 
OxnaxgeHnve — BO34yLWHOE NPUHYANTENBHOE. 
BuicoTa He 6onee 550 mm. 
[unameTp He 6onee 175 mm. 
Macca He 6onee 15 kr. 

AONYCTUMbIE BO3AEUCTBYIOWMUWE GAKTOPbI 
NPU SKCIMJIYATALIUA 

TemnepaTtypa okpy>aiowen cpegnt, °C ... ........ —-10-+455 

OTHOCKMTENbHasR BNAXKHOCTL BO3AyXa Npw 

Temnepatype A0 +25°C, % . ......... .. ... 98 

The I'Y-236 triode is used as an amplifier or oscilla- 
tor at up to 30 MHz in RF equipment. 

GENERAL 

Cathode: directly heated, carbonized thoriated tungsten. 
Envelope: glass-to-metal. 
Cooling: forced air. 
Height: at most 550 mm. 
Diameter: at most 175 mm. 
Mass: at most 15 kg. 

OPERATING ENVIRONMENTAL CONDITIONS 

Ambient temperature,°C ...................... -10to +55 

Relative humidity atupto +25°C, % ............. 98 

OCHOBHbIE TEXHUWYECKUE AAHHDbIE 
JnexTpuueckue napameTpbl 

Hanpsxennwe Hakana, B .. ..................... 12 

ToxkHakana, A ... ... ... .. i 195-125 

Hyneso# Tok aHoaa (npv HaNPAXKEHUK 

aHofa8kB), A ... ... .. 29-43 

KpyTusta xapakTepucTuku (Npu Hanps- 

XEHUW aHoaa 4 kB, Tokax aHopga 7 v 

12A)L,MAB ... 41-56 

KoachcpuumeHT yennenms (npw Hanps- 

XEHUAX aHoaa 4 n 7 kB n Toke 

AHOAA 7 A) .. . s 42-58 
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CONNECTION 
OF ELECTRODES 
WITH LEADS 

A 

K5 =2 

1,2, 3,4-«arog; C - cerka; 
A - aHogp,; I - koHTaKTH- 

pylouue NOBEPXHOCTH 

C - grid; A - anode; 
1, 2, 3, 4 - cathode; 
1 - contact surfaces 

BASIC DATA 
Electrical Parameters 

Filamentvoltage, V ................... 

Filamentcurrent, A ... ................ 

Anode current at zero grid voltage (at 

anode voltage 8kV), A ................ 

Mutual conductance (at anode voltage 4 kV, 

anode currents 7 and 12 A), mA/V ... .. .. 

Gain coefficient (at anode voltages 4 and 

7kVandanodecurrent7A) ............ 

Interelectrode capacitance, pF: 

input, at most 

output,atmost ................... 

transfer,atmost .................. 

........ 12 

195-125 

29-43 

41-56 

........ 42-58 

........ 100 

........ 2 

........ 65



TEHEPATOPHbIN TPHO1 

TRIODE 

MakcumanbHbie NpeAenbHO AonycTUMble Limit Operating Values 
3KCRNyaTayMoHHbIe faHHbIe 

Hanpsxewme vakana, B .. ............. ... . ... 12 Filamentvoltage, V. . ......... ... ... .. ... .. .. 12 

Hanpsxenue anoga, kB ... .. ... ... . L. 12 Anode voltage, kV ... ... ... oo 12 

MyckoBoW TOK HaKana, A . ..................... 315 Filament starting current, A . .......... ... ..... 315 

PacceuBaemasn MOLHOCTL, KBT: Dissipation, kW: 

AHOOOM . . oot et 50 anode ... 50 

CBTKOM .. .ottt 2,6 grid .. 2.6 

Paboyasawactota, My . ...................... 26 Operating frequency, MHz ... .................. 26 

Temnepatypa, °C: Temperature atanode,°C ..................... 200 

AHOMA .« oot 200 Temperature at envelope and seals,°C ........... 150 

O60MIOMKM U CNAEBB .. .. ..ot 150


