
FEHEPATOPHbIW TPHOA 

r'y-45A TRIODE 

reHepaTopHbid Tpuog NY-45A npegHasHayeH gns 
paboTbl B Ka4ecTBe ycwunutens MOWHOCTW, MOayns- 
TOpa MNW reHepaTopa B paguoTEXHUHECKUX YCTPONACT- 
Bax. 

OBLUWE CBEAEHUA 

Katog — BonbhpamoBbii TOPUPOBaHHLIA Kapbuaunpo- 
BaHHbIN NPAMOro Hakana. 
OdbopmiieHre — MeTanniocTeKNsHHoe. 
OxnaxpeHvne — npuHyanTenbHoe: aHoda — BOASAHOE; 
060/104KN U HOXKKU — BO3AYLLHOE. 
Boicota He 6051iee 294 Mm. 
JuameTp He 6onee 146 mm. 
Macca He 6onee 4 kr. 

The "'Y-45A triode is used as a power amplifier, mo- 
dulator or oscillator in RF equipment. 

GENERAL 

Cathode: directly heated, carbonized thoriated tungsten. 
Envelope: glass-to-metal. 
Cooling: forced (water for anode, air for stem and envel- 
ope). 
Height: at most 294 mm. 
Diameter: at most 146 mm. 
Mass: at most 4 kg. 

AONYCTUMbIE BO3AEACTBYIOLME ®AKTOPbI 
NPU AKCMNYATALIUUN 

Temnepatypa okpyxarowen cpegpl, °C .. ....... .. —10—-+55 

OTHOCUTENbHAs BNAKHOCTb BO3AyXa 

npv Temnepatype 40 +25°C, % ................ 98 

OCHOBHbIE TEXHWECKUE JAHHDIE 
AnexTpuueckue napameTpbl 

HanpskeHne Hakana,B....................... 7.5 

TOKHAKANA, A ... ..ttt it e 140-160 

KpyTuaHa xapakTepucTnku (npy Hanps- 

>xeHuu aHoaa 4 kKB, Tokax aHoaa 2 m 

4A),MA/B ... 19,5-28,5 

KoadhdmumeHT yeuneHus (npu Hanps>xeHun 

aHona 8 kB, Toke aHoga 2 A) ... ...l 19-25 

MexxanekTpogHsie emkocTh, Nd, He 6onee: 

BXOOHAN . .. v it ti i e 41 

BbIXOAHAS . ..ottt 3 

APOXOAHAN . ... ..t aan 27 

HanpspkeHue 3anupanus oTpulaTensHoe 

(npv Hanps>keHun aHoaa 10 KB, Toke 

aHoga 0,02A),B ........ ... 460-690 
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Pr4b 1 

1, 2 - karop; C - ceTka; 
A-aHog; I - KOHTaKTHpYIO- 
wHe NOBEPXHOCTH 

A - anode; C - grid; 
1, 2 - cathode; I - contact 

surfaces 

OPERATING ENVIRONMENTAL CONDITIONS 

Ambient temperature,°C . ..................... —10to +55 

Relative humidity atupto 25°C, % .............. 98 

BASIC DATA 
Electrical Parameters 

Filamentvoltage,V .. ......................... 7.5 

Filamentcurrent, A ....... ... .. ... ... ... .. ... 140-160 

Mutual conductance (at anode voltage 4 kV, 

anodecurrents2and4 A), mA/V . ............... 19.5-28.5 

Gain coefficient (at anode voltage 

8kV,anodecurrent2A) ....................... 19-25 

Interelectrode capacitance, pF: 

input,atmost .......... ... ... L 141 

output,atmost .......... ... . o o, 3 

transfer,atmost ......... ... ... ... ... 27 

Negative cutoff voltage (at anode voltage 

10kV, anode current 0.02 A),V ................. 460-690
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TRIODE 

MakcumanbHble npeaenbHO AONYCTUMbIE Limit Operating Values 
3KCM/yaTayuoHHbIe gaHHble 

Hanpsokenwe Hakana, B .. ..................... 7.8 Filamentvoltage, V ... ....... ... ... ... ... 7.8 

Hanpsikerune aHoga (noctosaHHoe), KB: Anode voltage (DC), kV: 

HavactToTax fo25MIny . ................... 10,5 at frequenciesupto25MHz . ................ 10.5 

HavacroTax25-50 My ................... 8,4 at frequencies 25-50 MHz .................. 8.4 

Myckosol TOK Hakana, A ...................... 225 Filament startingcurrent, A .................... 225 

Paccenmsaemasn MowHoOCTb @aHOAOM, KBT .. ........ 20 Anode dissipation, KW . ........... ... . ... 20 

Paboyaswactota, MMy ....................... 50 Operating frequency, MHz . . ................... 50 

Temnepatypa o6onoukuncnaes,°C............. 150 Temperature at envelope and seals,°C ........... 150


