
FEHEPATOPHbIN TPHO 
'Y-4A 

TRIODE 

[eHepaTopHbIn TPUOA Y-4A npegHasHavyeH ana 
reHepupoBaHna KonebaHnin N ycuneHus MOLHOCTH 
Ha YactoTtax go 100 MI'u. 

OBLWMWE CBEEHUS 

KaTtopg — BonbthpaMoBbiil TOpUpOBaHHLIA Kapbu- 
AVPOBAaHHbIR NPAMOTro HaKana. 
OdhopmrieHre — MeTanIOCTEKNAHHOE C KONbLIEBbIM 
BbIBO4OM CETKMU. 
OxnaxpgeHve — NpuUHyAWTENbHOE: aHoda — BOAs- 
Hoe; 6annoHa u cnaes meTasna co CTeK/IOM — BO3- 
AYWHOE; HOXXKN — BO3AYLWHOE. 
BbicoTa He 6onee 320 mm. 
AnameTp He 60nee 152 mm. 
Macca He 6onee 5 kr. 

The 'Y-4A triode oscillates and amplifies power at 
frequencies up to 100 MHz. 

GENERAL 

Cathode: directly heated, carbonized thoriated tung- 
sten. 
Envelope: glass-to-metal with ring grid lead. 
Cooling: forced (water for anode, air for bulb and me- 
tal-to-glass seals, air for stem). 
Height: at most 320 mm. 
Diameter: at most 152 mm. 
Mass: at most 5 kg. 
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AONYCTUMbIE BO3AEACTBYIOLME ®AKTOPbI 
NMPU SKCIMNYATALIUUN 

TemnepaTypa okpyxatowein cpegpl, °C .. ......... 

OTHOCUTEnNbHAsA BNAXKHOCTb BO3gyXa 

npv TemnepaType Ao +25 °C, % 

OCHOBHbIE TEXHUWMECKUWUE [QAHHbLIE 
AnekTpuyeckue napamerTpbl 

8,3 

1356—-155 

HanpsxxeHue Hakana (~um =),B .............. 

Tok Hakana, A 

ConpoTuBneHne HeHakaneHHoro 

KaToaa, Om 

KpyTuaHa xapakTepucTuku (npu 

HanpsbkeHun aHoaa 3 KB n Tokax 

aHoga 4 u 6 A), MA/B 

KoadbduumeHT yeunenus (npu Toke 

aHofa 4 A, HanpspKeHusix aHoga 

3un5kB) 

MowHocTb BbIXogHas (npy Hanpske- 

HWM aHofa 6 kB, Toke aHoaa He 

6onee 6 A, oTpMUaTENEHOM Hanps- 

>XeHun ceTku 40 B, kBT, He meHee 

MexanekTpogHbie eMKocTu, nd: 

BXogHas, He 6ONee . ... .. ... 40 

BbIX0AHas, He 6onee 

npoxogHas, Hebonee ...................... 35 

0,006 

20-40 

48-70 

OPERATING ENVIRONMENTAL CONDITIONS 

Ambient temperature,°C . ......... ... ... ... —10to +55 

Relative humidity at +25°C, % ................. upto 98 

BASIC DATA 
Electrical Parameters 

Filament voltage (ACorDC),V ................. 8.3 

Filamentcurrent, A . ........ ... ... ... .. ... ... 135-155 

Resistance of unheated cathode, @ .............. 0.006 

Mutual conductance (at anode voltage 3 kV and 

anode currents4and 6 A), mA/V ... ... 20-40 

Gain coefficient (at anode current 4 A and 

anode voltages3and5kV) .................... 48-70 

Output power (at anode voltage 6 kV, anode cur- 

rent at most 6 A, negative grid voltage 40 V), 

kW atleast . ......... ... ... . . il 13 

Interelectrode capacitance, pF, max.: 

iNput .. ... 40 

output . ... ... 1 

transfer ........ .. .. .. .. . 35



TEHEPATOPHbIA TPHO1 
'y-4A 

TRIODE 

MakcumanbHble npegenbHO J[ONYCTUMblE 

JKcnnyartauuoHHbie JaHHble 

HanpsixeHue Hakana (~unm =), B .............. 8,3-8,8 
Haw6onbluwit nyckoBow TOK Hakana, A ........... 218 
Haubonsluee HanpspkeHne aHoga, kB .. .. ...... .. 6 
HaubonsLuas pacceuBaemasi MOLHOTTb, BT: 

AHOZOM . ..ttt t ettt e e 2,0-10* 
CETKOM . ..ottt it i iaes 800 

Hawu6onbwasn pabouas yactora, My . ........... 100 
Hau6onslwasn Temnepatypa 6annoHa, 
crnaes metannaco creknom, °C ... .. ... ... 150 

Limit Operating Values 

Filament voitage (ACorDC),V ................. 
Maximum filament starting current, A .. .. ......... 
Maximum anode voltage, kV ................... 
Maximum dissipation, W: 

anode ... 
gnid . e 

Maximum operating frequency, MHz .. ........... 
Maximum temperature at bulb and metal-to-glass 
seals,®C . ...


