
VALVE DATA 
PREFERRED TYPES 4 

RECTIFIERS F 

Indirectly-heated full-wave rectifier 

HEATER 
Vti 5.0 V ly 2.3 A Heating time 25 secs. approx. 

LIMITING VALUES 
Capacitor input 

Va (rme) max. 

lout max. 
2x300 2x350 V 

300 250 mA 

Reservoir capacitance Limiting resistance 
(IMF) ( Q) 
60 2 x 150 
32 2 x 100 
16 2 x 50 

Choke input 
V~ (rme) max. 
I , max-

2 x 400 2 x 500 V 
300 250 mA 

OPERATING CONDITIONS 
Capacitor Input 

Va~rmq Vout (D.C.) at 
V C (µF) R ( A) 100 150 200 250 300 mA 

250-0-250 16 50 280 260 242 230 218 V 
32 100 270 248 230 212 200 V 
60 150 260 236 212 192 178 V 

300-0-300 16 50 342 322 305 290 280* V 
32 100 330 308 290 272 260* V 
60 150 321 295 272 254 240• V 

350-0-350 16 50 410 388 372 360* - V 
32 100 392 370 352 340* - V 
60 150 389 360 339 320* — V 

Choke input 
300-0-300 242 232 226 215 210* V 

"* 4 400-0-400 328 320 312 302 290* V 
500-0-500 416 408 398 390* — V 

*Limiting values 
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BASE: DIMENSIONS: 
Octal L=120 mm 

D=46 mm 
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