MEDIUM IMPEDANCE TRIODE

Medium impedance triode for use as detector or L.F.

amplifier in D.C./A.C. mains receivers.

HLI3C

HEATER

CAPACITANCES

Ca_g
Cg_k
Ca_xk

CHARACTERISTICS
Va

la
Ve
gm
w
Fa

Ry

OPERATING CONDITIONS AS R.C.
Vi

la

Ve

Ra

R
Vout/Vin
Voul
Diot

LIMITING VALUES

Va max.
pa Max.
lx max.
Rg_x max.
Vh_x max.
Rh_x max.

ISSUE 1 v

0.2 A
13 \%
34 v F
39 uuF
4.6 upF
200 \%
5.0 mA
=37 \%
33 mA)V
40
12 k Q
740 Q
AMPLIFIER
200 \%
0.65 mA
-2.6 \%
160 k Q
4.0 k Q
30
36 \%
5.0 %
200 \%
2.0 w
10 mA
1.5 M Q
125 \%
20 k Q
HL13C 75741



HLI 3c MEDIUM IMPEDANCE TRIODE

Medium impedance triode for use as detecter or L.F.
amplifier in D.C./A.C. mains receivers.

DIMENSIONS

Overall Length
Overall Diameter
Bulb Finish—Metallised

CONNECTIONS

Brit. 7-pin Base
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Top Cap—Control Grid

Viewed from free end of pins.
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