
4 VALVE DATA 
PREFERRED TYPES 

F RECTIFIERS 

HVR2 High-voltage half-wave rectifier 

HEATER 
Va 4.0 V Iti 0.65 A Heating time 40 secs. 

LIMITING VALUES 
V8)rm-) max. 
Ia max. 
P.I.V, max. 

6,000 V 
3.0 mA 

20 KV 

OPERATING CONDITIONS 
Reservoir Capacltor=0.2 µF 
Smoothing Capacitor=0.l µF 
Smoothing Resistor=0.4 M 12 

KVout (D.C.) at Va)rme)
V 

4,000 V 
6,000 V 

0.5 I.0 1.5 2.0 2.5 3.0 mA 

5.1 4.9 4.5 4.2 3.9 3.6 KV 
8.0 7.8 7.5 7.2 7.0 6.7 KV 

BASE: DIMENSIONS: 
British L=131 mm 
4-pin D=46 mm 

PY 3! Indirectly-heated half-wave rectifier 

HEATER 
Vb 17 V In 0.3 A Suitable for series operation, D.C. or A.C. 

OPERATING CONDITIONS 
Max. reservoir Min. limiting 

capacitance (C) resistance (R) 
V (µF) (12) 
250 60 175 

32 125 
16 75 
8 0 

170 60 100 
32 75 
16 30 

127 60 
With reservoir capacitance= 32 µF 

Vs(rm8)
V 50 
1 10 (R=0) 120 
220 (R=12512) 235 
Vta 
(D.C.) 
I 10 (R=0) 103 
220 (R=12512) 210 
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Vout (D.C.) at 
75 100 

0 

125 mA 
1 10 100 90 V 
216 195 179 V 

101 99 96 V 
203 200 194 V 


