
4 VALVE DATA PREFERRED TYPES 

D VOLTAGE AMPLIFYING TRIODES 

ECC 91 CHARACTERISTICS 
Each section (contd.) Va 100 

Vg -0.85 
la 8.5 
R k 50 
gm 5.3 
µ 38 
r a 7.1 

V 
V 

mA 
il• 

mA/V 

K it 
*Value for both sections working under .specified conditions 

LIMITING VALUES 
Va max. 300 V 
pa max. 2 x 1.5 W 
VR max. —40 V 
Ig max. 2 x 8 mA 
Va_ k max. 100 V 
Rg_k max. (self bias) 0.5 M D 

BASE: DIMENSIONS: 
B7G L=54 mm 

D=19 mm 

KBC 32 
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Double diode triode 

FILAMENT 
Vf 2.0 V If 0.05 A Suitable for D.C. operation only 

CAPACITANCES 
ca_1 7.0 µ1zF 
cg_f 1.9 µµF 
ca_g 3.1 µµF 
Cad_gu (each section) 2.5 µµF 
Cad'—ad' <0.5 µµF 
caa_g (each section) <0.05 µµF 
Cad•~s <0.6 µµF 
Cad-moo <0.3 µµF 

CHARACTERISTICS 
Va WO V 
Vg 0 V 
la 2.4 mA 
g1 1.2 mA/V 
µ 25 
ra 21 K SZ 

TYPICAL OPERATING CONDITIONS 
As R.C. coupled A.F. amplifier 

120 V 
! 00 K iZ 
-0.9 V 
0.5 mA 

Va(b) 
Ra
Vg
L 

LIMITING VALUE 

120 
47 
-1.5 
0.6 

Va max. ISO V 
BASE: DIMENSIONS: 
Octal L=1 10 mm 

D=33 mm 


