
4 VALVE DATA 
PREFERRED TYPES 

B FREQUENCY CHANGERS 

KCF 30 Triode pentode with variable-mu characteristics 

FILAMENT 
V1 2.0 V If 0.2 A Suitable for D.C. operation only 

CAPACITANCES 
Pentode Section 
ca^au 8.0 µµF 
cg_a11 6.5 µµF 
ca_gl 0.01 µµF 

c~s11 
cg_su 
ca_g

Triode Section 
(less cgt_at) 3.75 µµF 
(less cgt_at) 9.0 µµF 

2.0 µµF 

OPERATING CONDITIONS (with ga injection) 
Va 100 120 120 V 
Vgs 60 60 40 V 
VB1 -1.5 -I.5 -0.3 V 
Ia 0.53 0.53 0.55 mA 
Igg 0.97 0.97 0.95 mA 
ge 250 260 285 µA/V 
Vose)pk) min. 8.0 8.0 8.0 V 
Vg, (ge=10 µA/V) -12.5 -14.0 -14.0 V 

'Rgt_1 47 47 47 K Q 
'Grid leak returned to f+ 

CHARACTERISTICS 
Triode Section 

Vs 100 V 
Vg1 0 V 
gm 1.7 mA/V 
µ 18 

LIMITING VALUES 
Pentode Section Triode Section 
Va max. 150 V Va max. ISO V 
Vg, max. 150 V is )pk) max. 15 mA 
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BASE: DIMENSIONS: 
Octal L= 1 10 mm 

D=33 mm 


