
VALVE DATA A 
PREFERRED TYPES `t 

FREQUENCY CHANGERS B 

Octode with variable-mu characteristics 

FILAMENT 
Vt 2.0 V It 0.13 A Suitable for D.C, operation only 

CAPACITANCES 
cgt—an 
Cg2_all 
Cg4—all 
coat 

6.3 µµF 
8.5 µµF 
9.0 µµF 

1 1.0 µµF 

OPERATING CONDITIONS 
Medium and Long Wave working 

Va 90 135 V 
V82 90 135 V 
Vg3+g5 45 45 V 
Voso (r,m,s,) approx. 8.5 8.5 V 
la (Vg4= -0.5 V) 0.7 0.7 mA 
la (VB4=-12 V) <0.015 0.015 mA 
IB2 1.3 2.1 mA 
Igs+gs 0.6 0.7 mA 
gc(Vg4= —0.5 V) 270 270 µA/V 
go(Vg4=—I2 V) <2 2 µA/V 
ra (V84= -0.5 V) 2 2.5 M S2 
ra (V64 =-12 V) >10 10 M f2 

Short Wave working 
Va 135 V 
V62 135 V 
Vg3+gs 60 V 
Vosc (r,m,s,) 6 V 
la (VB4=-1.5 V) 1.0 mA 
IB2 2.3 mA 
Ig2 .Ba 1.0 mA 
g0 (V64=-1.5 V) 67 µA/V 
ra (VH4=-1.5 V) 1.7 ML

LIMITING VALUES 
Va max. 150 V 
Pa max. 0.5 W 
Vg2 max. 150 V 
P02 max. 0.6 W 
V63,+65 max. 100 V 
Pga+g5 max. 0.4 W 
Ik max. I I mA 
R64 _k max. 2.5 M S2 

BASE: DIMENSIONS: 
Octal L=125mm 

D=46 mm 

KK 32 

Muullaarrd 1 
V 
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