OCTODE FREQUENCY CHANGER

Octode frequency changer with 2-volt filament for use in
battery-operated receivers.
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FILZZMENT
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CAPACITANCES

Cgi—all
Cgo_all
Cog_all
Cout
Ceoga
Ca_gy

Cr1-g4

OPERATING CONDITIONS—MEDIUM AND
WORKING

2.0 \
0.13 A
6.3 upF
8.5 upF
9.0 upF
11.0 puF
<0.4 wuF
<0.07 upF
<0.2 upF

LONG WAVE

Va 90 135 \
Vg, 90 135 \%
Vesags 45 45 %
Vose (I'eMm.S.) (appro (.) 8.5 8.5 \
la (Vg =-0.5V) 0.7 0.7 mA
la (Vg,=-12V) <0.015 0.015 mA
lgy 1.3 24 mA
lgsigs 0.6 0.7 mA
ge (Vgg=-0.5V} 270 270 vAlY
gc (Vg =-12V) <20 2.0 uAV
ra (Vg,=-0.5 V) 2.0 2.5 MQ
ra (Vgg=-12 V) >10 10 MQ
OPERATING CONDITIONS—SHORT WAVE WORKING

Va 135 v

Ves 135 \

Vesees 60 ¥

Voge r.m.s.0 6.0 \%

la (Vgg=-1.5V) 1.0 mA

lg, 23 mA

lgsoas 1.0 mA

ge (Vg,=-1.5V) 67 pA/V

ra (Vg =-1.5V) 1.7 MQ
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OCTODE FREQUENCY CHANGER

Octode frequency changer with 2-volt filament for use in

battery-operated

receivers.

LIMITING VALUES

V, max.
Pa Max.
Vg, max.
Pz, Max.

Vs g5 Max.

Pgs+gs Max.

lx max.
Rgy_x max.

Rgi_x max.
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150 \
0.5 w
150 \"
0.6 w
100 \
0.4 w
1" mA
25 MQ
100 k Q
46 mm.
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