
FORWARD WAVE AMPLIFIER LA9 3 
- 

Application:  Broadband low power amplifier. 
Frequency: ‘X’ band. 
Construction: Unpackaged. 

This data should be read in conjunction with GENERAL OPERATIONAL 
RECOMMENDATIONS—MICROWAVE DEVICES: INTRODUCTION 
and FORWARD WAVE AMPLIFIERS which precede this section of the 

handbook. 

CHARACTERISTICS 
if. Max. 

Frequency band %to 115 Gcfs 

Gain (low power level)—over frequency b 0 — dB 

*Noise factor 25 dB 

Saturation power output 4.0 — mwW 

40 Attenuation (at |y = OmA) 

Input match in recommended mount 
—broadband (v.s.w.r.) — 3.5 

Output match in recommended mount 
—broadband (v.s.w.r.) — 3.5 

CATHODE 

Indirectly heated 3 

' 6.3 A 

In 500 mA 

thk 5.0 min 

TYPICAL OPERATION 

As an input amp r using a periodif\permanént magnet system 
of approved desj 

f 9.0 Gefs 

Y collector 1.4 kv 

Vhelix 1.3 kV 

Ves 135 v 
Ve 155 v 
Vg1 % -85 v 
lcollector 550 p.A 

Gain 30 dB 

*Noise faxtdx/ 20 dB 

Power out 50 uW 

Inpft recommended mount (v.s.w.r.) 3.0 

Outpyutymateh in recommended mount (v.s.w.r.) 3.0 

cambe obtained. 

*6{25_57%“0” of approved design, up to 5dB improvement in noise 

() 
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LA9-3 FORWARD WAVE AMPLIFIER 

ABSOLUTE MAXIMUM RATINGS 

Veollector Max. 1.55 kV 

leoltector Max. 600 nA 

Pcollector Max. 900 mW 

Vhe]ix max. 1.45 kv 

Ihelix max. 50 p.A 

Vg3 max. 400 \ 

lgz max. 10 A 

Vg2 max. 200 \% 

lgz max. 10 A 

-Vg1 max. 100 \2 

lg; max. 10 wA 

Pin(signal) Max. 500 mW 

Vi-k max. 50 \" 

MOUNTING POSITION Any 

ACCESSORIES 

Mount Permanent magnet P9L-1 

Solenoid SoL-1 
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FORWARD WAVE AMPLIFIER LA9-3 
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TYPICAL GAIN PLOTTED AGAINST FREQUENCY 
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LA9-3 FORWARD WAVE AMPLIFIER 

= R 
L @ 

v 

] 
~ 

Y. 

’ — 

5 
0 
a 
2 N[/ 

/ 
/ 

Q 

/ 
/ 

m 
' 

Oy 
< 
J 

[o)] 

\ 
\ 

o] 

\ | 
[ ~ 

c '3} o) ¥ o 

2552 - 
g382 s 
233 uO 

[77) 
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FORWARD WAVE AMPLIFIER LA9-3 
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