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LS 6A, High Power, 

30/- 
L.S64 is a high power output valve for 
use in large receivers, radio grams, 

public address equipments, etc., provid- 
ing output enough for several speakers. 
The maximum anode voltage is 400 
while the filament may be heated by 
alternating current if desired. 
generally advisable to operate 1LS6a 
entirely from a mains supply. 
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APPROXIMATE DATA l ! l 
T FILAMENT VOLTS 60T T4 
[ FILAMENT CURRENT 2.0 AMPERES lrmmaox) 

| ANOE DISIPATION FAR 23 WAITS - 
ANODE CURRENT MAX 63 MA. 

1001~— 47 £4 100 M0E G.O 
| AMPLIFICATION FACTOR 3-0_ 

TMPECANCE 1300 OHMS | 
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Anode Volts, Anode current curve for LS6A 
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20 A TE Daya | 
FII.AMN VoITS 60 
FILAMENT CURRENT 2OANP5 (Amx 

. . m ANO%‘EJDISSIPfimN A?(o WATIS— 
Approximate Operating & SH ANODE CURRENT MAX. 63 Ma. | 

Data for LS6A. S| [ 8f HIW e 

6nlode Grid AX;;%? gL‘—?&“ H :D" r 
is ias. H olts. Bias Current. 2 3 "’.'- o 
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200 —34 | 40 m.a. SERIAS AR AR 
250 —48 | 47 ma. oo ST s 
300 —60 | 55 m.a. S { T 
350 | —76 |60 m.a. WIS T 
400 -91 | 63 ma. S [IRCHERHEE 
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