
ME.9I 

A.C./D.C. MAINS CATHODE RAY TUNING 
INDICATOR 

RATING. 

Heater Voltage ... 9-0 

Heater Current (Amps). 0-2 

Maximum Anode Voltage 200 

Maximum Target Voltage 200 

OPERATING CONDITIONS. 

H.T. Supply Voltage . ... 150 175 

Target Current (mA) (approx. ) . e 240 27 

*Anode Current (mA) (approx.) at Vg— 0 5 .. .. 0-135 oO-l6 

*Grid Voltage (0° shadow angle) (approx.) ... 7 19 

* For anode load resistance of | megohm. 

DIMENSIONS. 

Maximum overall length 90 mm. 

Maximum diameter w. 28:-5mm. 

GENERAL. 

This valve is the equivalent of the ME.4l and is intended for use in 

A.C./D.C. receivers. The valve is based in a British Octal Base, the 

connections to which are given overleaf. 

APPLICATION. 

The grid of the valve should always be controlled from the detector 

circuit, and not the A.V.C. diode circuit, so as to enable visual tuning to 

be obtained below the delay point. This also eliminates the possibility 

of two tuning positions giving a minimum value if either transformer has 

a double humped primary response. The tapping values controlling the 

ratio of D.C. volts applied to the control grid should be arranged to give 

a suitable deflection on a local station. 
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CIRCUIT DIAGRAM. 
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Mazda Radio Valves are manufactured in Great Britain for 
the British Thomson-Houston Co. Ltd., London and Rugby. 


