
PHIlIPS NSF 4115 

RADAR TUBE with meta}rbacked screen and metal cone 
TUB RADAR avec e&rad.-aluminise et cone metallique 
RADAt2RbHRE,mit R{et I 3nterlegtem Schirm and Metallkonus 

Heating : 1ndirec by A.C, or D.C. 
series or parallel supply 

Chai.ffage: indirect par C.A. ou C.C. 
alimeT~tation serie ou pa-
rallele 

Heizung indirect Burch Wechsel-
oder Gleichstrom; Serien-
oder Parallelspeisung 

Capap 8nees 
CapaiAes' 
Kapa¢taten 

Screed Colour 
Ecran Couleur 
Schirm Farbe 

Useful diameter 
Diametre utile 
NUtzlicher Durchmesser 

Operating characteristics 
Caracteristiques d'utilisation 
Betriebsdaten 

Va,g3 = 12 kV 

Vg2 = 3001 

-Vg1 (I = 0 µA)= 30-70 V 

Limiting values (ABSOLUTE LIMITS) 
Caracteristiques limites (LIMITES ABSOLUES) 
Grenzdaten (ABSOLUTE WERTE) 

If = 6,3 V 

If = 0,3 A 

Cgt < 8 pF 

Ck < 8 pl 

orange 

min. 360 mm 

Va,g3 
= max. 16 kV 

=min. 8 kV 

= max. 500 V 

Vg2 = min. 200 V 

V51 = max. 0 V 
-Vg1 = max. 200 V 
Vgt p = max. 2 V 
Ikp = max. 150 µA 
Vkf = max. 150 V 

Rkf = max. I MO 
Rgt = max. 1,5M0 

5.5.1957 939 2289 1. 




