


NL-5632/C3J THYRATRON TUBE 

TECHNICAL INFORMATION 

dec Amperes output (MaxXIMUIN) e 25 
Instantaneous Amperes output (MAaxiMUM) oo 30 
Maximum time of averaging anode current (seconds) ..., 4.5 
Maximum peak inverse VOIts ... 1250 
Maximum peak forward VOIS ... e 900 
Max. Commutation Factor (V/usec x V/usec) at a max. initial inverse voltage of 350 volts .............. 0.66 
R 0 1= ¢ LA 70 Y 1 OO 2.5 

T E20 04 L0 (LA B0 4§73 S 9 =2 
Heating time (S€COMAS) oot 30 
Typical arc drop at 10 amperes peak (volts) .. e 10 
Grid control characteristiC .. e e e see curve 
Maximum negative grid voltage before conduction (volts) ... ... 100 
Maximum negative grid voltage during conduction (volts) ... 10 
Ionization time (approx., MICTOSECOMAS) ..ot ce e m e e e ecra e e e e e oe e reseeas 10 
Deionization time (approx., MICTOSECOMAS) .o e m s e e e ceeneeene 1000 
Anode to grid capacitance (Wuf) ..o 2 
Maximum critical grid current (MiCroamMPeres) . ...t cenes 10 
Maximum ac short circuit current (AIMPETeS) . ..o e et eee e e e ce oo me e e cenneenn 300 
Ambient temperature Hmits ("C) oo e e ~—55 to +75 
Mounting position ... e eeeeomimstieseremotiseeeeeceeseeesemececmeesseeemeeoeecoeeeomeesasesaan any 
Net weight (ounces) ... eeameeateceaseemesoefesesecesmesssiessessesesseseesesseeeseeceitesessessessesesesecescesssssessesesseseeooeoseces 3 
Approx. shipping weight (Ibs.) et 3 

ALL DATA ARE BASED ON RETURNS TO FILAMENT TRANSFORMER CENTER TAP 

LIGHT FILAMENT BEFORE APPLYING LOAD 

OUTLINE DRAWING GRID CHARACTERISTIC 
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