RECTIFIER TUBE

NL-635
RECTIFIER TUBE

6.4 Amperes dc

NATIONAL POWER TUBE NL-635 is a sturdy rectifier tube designed especially for industrial power
rectifier applications up to 250 volts dc. It is mercury and gas filled for efficiency, long life, and the
ability to withstand high inverse voltages. NL-635 utilizes a No. 412 industrial 4-pin base. It is avail-
able with a bracket base for panel mounting under the type number NL-635P and the new National lug
type base under the number NL-635L.
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NL-635 RECTIFIER TUBE
TECHNICAL INFORMATION

de Amperes output (MAaxIMIUINY oot 6.4
Instantaneous Amperes output (MAXIMUUIY «oeieeie et 77
Maximum time of averaging anode current (seconds) ..., 20
Maximum peak inverse VOIS e 1000
Falament VOIS oo et mn e i e eme et m e e eatene 25
Filament amperes ... 18 = 2
Filament heating time (S@COMAS) ..ot 60
Typical arc drop at 20 amperes peak (VOMS) ... 9
Typical Anode starting voltage (volts) ..o e 20
Maximum ac short circuit current (AmMPperes) ... 770
Condensed mercury temperature limits ("C)™ ... —40 to +100
Approximate temperature rise, cond. mercury above ambient (*C) ... ... 30
Mounting position ... vertical, base down
Net Welght (OUICeS ) ettt et e e e e e e emenean e st et me e 6
Approx. shipping weight (1bs.) e 4

::Satisfactory operation will be obtained between —40 to 4-100°C. For lqng life the tube should be operated between 440
to 4+100°C condensed mercury, or approximately -4-10 to +70°C ambient.
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