
MARCONI 2-VOLT VALVES 
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_JApproximate Data 
FILAMENT VOLTS 2 0 MAX. 
FILAMENT CURRENT 04 AMPERE - 
ANODE VOLTS (Ea) 150 MAX. . 
AT EA. 100 AND Ec.o 
AMPLIFICATION FACTOR. 4 
IMPEDANCE 2.500 OHMS . 
MUTUAL CONDUCTANCE 16 MA/VOLT 

P 240, Super-Power, 

IB/6 

P.240 is a super-power output valve 

which provides rather greater volume 

than is obtainable from Marconi P.2. 

P.240 should thus be used when the 

available input is sufficient to overload 

P.2 and when increased output is 

required. It is an ideal final stage 

valve for operating a moving coil 

speaker at moderate volume. 

Approximate Operating Data. 

GRID VOLTS 

Anode Grid Average 
Volts. Bias. Anode Current. 

-2.4 17 m.a. 
125 I -19.5 14 m.a. 
100 -15 11 m.a. 

DG 2, Double Grid, 

20/- 

DG.2 is a new four-electrode, double 

grid valve of special design, intended 

particularly for use in super-heterodyne 

receivers, principally of the portable 

type. Its main application is as a 

combined detector-oscillator, in which 

position it performs a dual function, 

thus eliminating the space and current 

requirements of one valve. 

Approximate Operating Data. 

Anode 
Volts. 

Outer 
Grid 

Volts. 

Inner 
Grid 

Volts. 

Anode 
Current 

Inner 
Grid 

Current. 

+40 to 80 -6 to 15 + 2 .25 to 
.5 m.a. 

Almost 
nil. 

+20 to 25 13 to 5 + 20 1.5 to 2.0 10 to 12 

. I 1APPROXIMATE DATA I 
Filament Volts 2-0 
Filament Current 0-2 Amp H- 
Anode Vous 1100 Max. atEci + 2 

\ 25MM.ATEG21-2Q 
Inner Crid(Ec2)Mxts (Max) 20 

w 4-5 
OHMS - - 

ice I2ma/v. 
-0, . 

ft XAmplification Factor 4 -5 
a X Impedance 3750 OHM 
a X Mutual Conductance 12, 

| X At Ea^Ec,=20,Ec,-0\ 
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