OUTPUT PENTODE

PENA4
PENB4

OVERLEAF
HEATER
Vn 4.0 "
In 1.95 A
CAPACITANCES
Ca—gl 2.0 pF
Cout 7.0 pF
Cin 14 pF
OPERATING CONDITIONS
Va 250 Vv
V2 250 Y
Ia 36 mA
lga 5.0 mA
gm 95 mA/V
Ta 50 kQ
Pout 3.8 w
Ra 8.0 kQ
R 145 Q
LIMITING VALUES
Va max. 250 \"
Pa Max. 9.0 \\%
Vg2 max. 250 W
Rgi-x max. 1.0 MQ
50max
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PENB4

OUTPUT PENTODE
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LIMITING VALUES

Va max.
Pa Max.
Vg2 max.
Pg2 Max.
I max.
Rgi-x max.
Vh_k max.
Ru-x max.
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Viewed from free end of pins

DIMENSIONS

Overall length
Overall diameter
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4.0 \'
2.1 A

11 pF
14 pF
<1.0 pF
250 \
275 \'
72 mA
7.0 mA
85 mA/V
22 kQ
3.5 kQ
8.8 w
8.2 Vv
175 Q
250 \
18 w
275 "
3.0 w
90 mA
300 kQ
50 \"
5.0 kQ

Brit, 7-Pin Base

Pin No. 1 NC
» 2 Control grid (g1)
2 3 Screen grid (g2)

" 4 Heater

» 5 Heater

W 6 Cathode

o 7 Anode
138 mm
51 mm
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OUTPUT PENTODE PENA4

HEATER
Vi 4.0 \%
In 1.95 A
CAPACITANCES
Ca_gd 2.0 upF
Cout 7.0 upF
Cin 14 puF
OPERATING CONDITIONS
Va 250 \"
Vo 250 \Y
la 36 mA
Ve -5.8 A
lgs 5.0 mA
gm 9.5 mAJV
Ra 50 k Q
Pouﬁ 3.8 \\%
a 8.0 k Q
R 145 Q
LIMITING VALUES
Va max. 250 \'
pa Max. 9.0 w
Vg, max. 250 w
Rzlvk max. 1.0 MQ
50max
0 N\ x
]
@) @) g
N
g1 kg\ © O Jg2 5
h h
BRIT. 7-PIN BASE mm@
. S
(@)
[Mullard]|

ISSUE 1 A PENA4 757-1






