
OUTPUT PENTODE 

High sensitivity output pentode with maximum anode 

dissipation of 9 watts, suitable for use in frame time base 

or audio output stage of D.C./A.C. television receivers. 
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Ca g1 

OPERATING CONDITIONS AS CLASS 

Ve 175 

Vg 175 

Ry 150 

Va —4 

la 24 

lgs 2.6 

gm 8 

ra 60 

Ug1-g2 23 

Ra 7 

Vin (T.m.8.) (Dtot:—“‘o% )_ 

Pout (Diot=10%,) - 
Vig (rom.s.) (Start of 1g,) 2.6 

Pout (Start of 1) - 1.8 

Diot (Start of |g,) 8.8 
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“A’" AMPLIFIER 

200 225 \' 

200 225 \2 

150 150 Q 

—4.65 -5.3 \ 

28 32 mA 

3.0 34 mA 

8.6 9 mA/V 

55 50 k Q 

23 23 

7 7 k Q 

— 3.4 v 

— 33 w 

3.1 3.6 \ 

2.55 345 W 

10 1 % 
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PL33 OUTPUT PENTODE 

High sensitivity output pentode with maximum anode 
dissipation of 9 watts, suitable for use in frame time base 

or audio output stage of D.C./A.C. television receivers. 

LIMITING VALUES 

Vab) max, 550 v 

Va max. 250 v 

Pa mMax. 9 w 

Vga(by max. 550 v 

Vg, max. 275 A 

Pg2 Max. (no sig.) 1.2 \24 

Pga Max. (max. sig.) 25 w 

1 max. 55 mA 

Vg max. (g, = 0.3uA) -1.3 Y 

Rg;_x max. (Self-bias) 10 MQ 

Vh_x max. . 300 A 

Rn_k max. 5.0 k Q 

46 mm. 
max. 
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