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Ar £4100. £6 O Marconi PX25 is a low impedance 
< J | ‘_’"{;,‘,‘ffif,‘,’,‘,’?,”,‘fi:”””' triode giving }bout 5 watts output in 
3 ] class A. It is useful for domestic 
N receivers and small amplifiers because = siver np 
3 [ ] N of its high slope, and is also used as a 
$ / driver valve for certain larger valves. 
3 s 
v 1 N PX25 is a popular transmitter on medium 
1] ] N wavelengths, and is also employed as a 
3 [’ 1 1 \'; modulator. 
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A ” i NErPAEYIE Normal operating conditions in class A 
] are shown on the curve, with load 

A ] T H 4000 ohms, bias resistance 475 ohms, 
1 7 T grid bias 30 volts. 
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Dimensions : 160x 66 mm. 4 pin base. 

T M i PT25H ] MARCONI arconl 
- f PT.25.H 25 watt Pentode 
AN [ LT 
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A . ———— FHAMENT vOuTs 401 Marconi PT25H is a high 

: VRN = il AULANENT CURRENT 20of | efficiency pentode giving 10 
5 Aok o maY. 400 | watts per valve in class A. 

GURVES TAREN AT B9 480« 

> S . %” W5 M 4011 The screen is operated at the 
oL N wmfim#?;— full line voltage, thus simpli- 

N N | b totogeoton || [YiNg the maintenance of the 
8 ~L ’ [-] constant potential necessary 

hi Sl for maximum output. Witha 
S grid bias of only 16 volts, 

20 | i PT25H is easily loaded by 
S :E“ microphone or pickup with 

o = = only one preceding stage. 
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Overall Dimensions : 160X 66 mm. 5 pin base, 

Price - 

The normal load is 4000 ohms, 
bias resistance 240 ohms, 
screen current 12.5 mA, 
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